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Ceiling  Columns

The Ceiling Columns are offered fixed rigid type or a height adjustable retractable 
type. Both rigid and retractable pendants are intended for use operating theaters for 
connection to anaesthesia machines or other similar locations where access around 
equipment is essential.

Ceiling Columns - Rigid and Retractable Pendants

Technical Datasheet

Configured for your needs

Easy-to-use 
pneumatic actuator 

(retractable pendant)

Pre-piped 
and 

pre-wired 
systems

Individually 
configured 

for the workplace

Ergonomic 
solution

First and 
second fix 
components

Options

General Specifications

Services Used

• Rigid units with fixed length
• Retractable units with 300mm of vertical 

movement
• Mounting plate suitable for up to nine gases

• Up to four twin electrical sockets
• Phthalate free medical gas hose  

(retractable pendant)
• All copper tail connections (rigid pendant)

Code of Compliance and Guidance
• HTM 02-01
• HTM 2022
• ISO 7396-1
• C11
• EN 1041
• EN ISO 5359

• EN 14971
• EN 15001
• EN 15223
• EN 18082
• EN 60601

• EN 5682
• EN 8532
• EN 9170
• EN 10993
• EN 11197
• EN 13348
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15 mm piped ceiling 
NIST connections 

Zeus SP or East 
SP outlets

Equipotential 
earth sockets

Other norms than BS 
medical gas terminal units 
available on request

Meigan wiring code 
compliance

Double banked RJ45 data outlets 
and other ELV 
services on request

RJ11 data points 
available

There is no recommended maintenance interval for this product.

MA4 SA7 MV AGSS

Double banked - pg 75
RJ45 data outlets and other ELV services on request - pg 75

Other norms than BS medical gas 
terminal units available on request- pg 75

Equipotential earth sockets - pg 75

RJ11 data points available - pg 75

Meigan wiring code compliance - pg 75

15 mm piped ceiling NIST connections  - pg 75

Zeus SP or East  SP outlets - pg 75 and 79

https://acprodbponlinebcc5.blob.core.windows.net/bp-public-files/bp_editor_div_mgs/SalesMarketing/PMGS_Rigid_Retractable_Ceiling_Columns_Technical_Datasheet_EN_4233500112.pdf
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