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Tools required: Phillips head screwdriver, Slot head screwdriver
Oxygen compatible leak detector

Introduction
DiamondCare® Medical Gas Outlet Conversion Kit updates existing Diamond® II or
Diamond® III/DISS III wall and console rough-in assemblies to accept DiamondCare®,
Diamond® or DISS key style finish assemblies.

Diamond®/DISS rough-in conversion kit installation instructions pertain to both recessed
wall and console outlets. During installation process, take care to maintain cleanliness of
the DiamondCare® outlet assemblies. If you have questions about these instructions,
contact BeaconMedæs Technical Support at 888-4MEDGAS (463-3427).

Wall and Console Medical Gas Outlet Assemblies (Diamond® II or III)
1. Remove and discard two screws securing existing Diamond® II or 

Diamond® III/DISS III finish assembly to outlet rough-in assembly.

2. Remove and discard finish assembly from rough-in assembly.

WARNING:
Ensure medical gas service supply is turned off before removing internal parts of
rough-in assembly. Failure to do so could result in personal injury or equipment
damage.

3. Turn off medical gas service supply.

4. Remove internal parts from existing rough-in assembly:

a. Remove and discard lock ring (A) from rough-in assembly (B).
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b. Remove and discard all internal rough-in components including steel washer (C),
rubber bushing (D), secondary check (E), O-ring (F), and spring (G).

5. To install pressurized gas (with secondary check) conversion kit, go to step a. To
install vacuum (without secondary check) conversion kit, go to step b.

a. For pressurized gas outlets only, install spring (H), secondary check (I),
rubber bushing (J), steel washer (K), and lock ring (L) into rough-in assembly (B)
(see figure below).

Conversion Kit Installation

b. For vacuum only, install the rubber bushing (J), steel washer (K), and lock ring
(L) into the rough-in assembly (B).

CAUTION:
Do not tighten screws to the point that transition plate visibly bows. Possible
equipment damage could occur.

6. For pressurized systems only:
Pressurize system and verify no leaks are present using an oxygen compatible leak
detector.

7. Without bowing steel transition plate (N), install two flat head screws (M) to secure
steel transition plate (N) to rough-in assembly (B).

NOTES:
Rough-in assembly is now ready to accept a separately-ordered DiamondCare®

Diamond® or DISS finish assembly. 

Retain three sets of different length frontbody retaining screws (sealed in individual
bag in rough-in conversion kit) for use with finish assembly. Discard screws included
with finish assembly and use set that works best with your wall or panel thickness.


