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SYSTEM CONNECTIONS

Notes:
1D DESCRIPTION

I INLET LOCATION

D DISCHARGE LOCATION

C CONDENSATE DRAIN
LOCATION

T | TANK DRAIN LOCATION

1. DISCHARGE MUFFLER WILL BE SHIPPED LOOSE.

2. SYSTEM WEIGHT: 2,992 LBS.

3. X INDICATES LIFTING POINT.
MINIMUM CLEARANCE FOR
4. DENOTES CENTER OF GRAVITY. MAINTENANCE & VENTILATION\

@0.75 BOLTDOWNS

(8 PLACES)
ELECTRICAL
CONNECTION
36,00 | 32.00 | —1.25
PUMP ISOLATION VALVE 28.50 : 36.00 |
WITH 24V ACTUATOR

PER PUMP

AIR PURGE INLET
FILTER PER PUMP

200 GALLON
RECEIVER INTAKE FILTER

PER PUMP | —~CONTROL CABINET

RECEIVER BYPASS
VALVE

DISCHARGE
2" FLANGE

o

84.35
INLET
2" FLANGE
_ (Dl46.59)
27.91
(1[23.88)
(D&C[3.08 Cl3.73 27.21
MAN UAL DRAI N ‘8'31 | 52'50 ) [ ) C [ ) \ m MDB |Da[e:06117/2019 prawn: MDB Da[e:lll0212017
1/2" FNPT 66.75 o | - e [
\ 66.00 @ BEACONMEDAS u itis D
I NTEG RATED MAN UAL Description: Part Number:
LIFTING EYES CONDENSATE GENERAL ASSEMBLY 8.7HP DX LAB— 4107856246
DRAIN CLAW VAC SPC 200G RECEIVER |*"  BM190348 I 01
STANDARD & 02 ASSURED [ ot 1 [wpime™
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