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GENERAL ASSEMBLY 7.5HP

TX-X-QX LUBE VAC SPC 240G
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This drawing and the information contained thereon 

remain the property of BeaconMedaes and may not 

be used for other than the purpose for which it is 

loaned without the expressed written permission 

from BeaconMedaes Engineering.

Notes:

 

1.    SYSTEM WEIGHT: 3,706 LBS. (INCLUDES FUTURE

       EXPANSION PUMP)

 

2.            INDICATES LIFTING POINT.

 

3.            DENOTES CENTER OF GRAVITY. (INCLUDES

               FUTURE EXPANSION PUMP)
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240 GALLON
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3" FLANGE
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LIFTING EYES

MINIMUM CLEARANCE FOR

MAINTENANCE & VENTILATION

SYSTEM CONNECTIONS

ID DESCRIPTION

I INLET LOCATION

D DISCHARGE LOCATION

C

CONDENSATE DRAIN 

LOCATION

T TANK DRAIN LOCATION

DISCHARGE

2" FLANGE

(2 PLACES)

1.50 25.50 (TYP) 10.75 32.00 2.75

9.25

28.50

24.00

24.00

36.00

24.00

28.50 (TYP) 8.00 34.50

99.50

102.29

96.22

4.01C

46.88D

47.00 8.883.14C&D

62.02

45.62I

23.75I

57.24T

50.82

29.11

23.36

0.75 BOLTDOWNS

(12 PLACES)

7.88T

INTAKE ISOLATION

VALVE FOR FUTURE

EXPANSION PUMP

FUTURE
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PUMP

MANUAL
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DRAIN,TYP
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1/2" FNPT
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