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1 Safety precautions 

 
1.1 Safety icons 
 
Explanation 

 
 

 
Danger for life 

 

 
Warning 

 

 
Important note 

 
 

1.2 Safety precautions, general 
 
General precautions 

 

 
 

1. The operator must employ safe working practices and observe all related work safety 
Requirements and regulations. 

2. If any of the following statements does not comply with the applicable legislation, the stricter of 
the two shall apply. 

3. Installation, operation, maintenance and repair work must only be performed by 
authorized, trained, specialized personnel. 

 
 

1.3 Safety precautions during installation 
 
Precautions during installation 

1. Place the device where the ambient air is as cool and clean as possible, within the limitations for 
operation (see section Reference conditions and Limitations). 

2. During installation or any other intervention on one of the connected pumps or cubicles, the 
pump must be stopped, de-energized and the isolating switch opened and locked before any 
maintenance or repair. As a further safeguard, persons switching on remotely controlled 
machines shall take adequate precautions to ensure that there is no one checking or working 
on the machine. To this end, a suitable notice shall be affixed to the start equipment. 

3. The electrical connections must correspond to the local codes. The device must be earthed 
and protected against short circuits by fuses in all phases. A lockable power isolating switch 
must be installed near the device. 

4. Never remove or tamper with the safety devices. 

All responsibility for any damage or injury resulting from neglecting these precautions, or 
non-observance of the normal caution and care required for installation, operation, 
maintenance and repair, even if not expressly stated, will be disclaimed by the 
manufacturer. 
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1.4 Safety precautions during operation 
 
Precautions during operation 

1. Persons switching on remotely controlled machines shall take Adequate precautions to ensure 
that there is no one checking or working on the machine. To this end, a suitable notice shall be 
affixed to the remote start Equipment. 

2. Never operate the device in the presence of flammable or toxic fumes, vapors or particles. 
3. Never operate the machine below or in excess of its limit ratings. 
4. Wear ear protectors if applicable. People staying in environments or rooms where the sound 

pressure level reaches or exceeds 90 dB(A) shall wear ear protectors. 
5. Periodically check that: 

• All guards and fasteners are in place and tight. 
• All hoses and/or pipes are in good condition, secure and not rubbing. 
• There are no leaks. 
• All electrical leads are secure and in good order. 

6. Never remove or tamper with the safety devices. 
 

 

 
 
 
 

1.5 Safety precautions during maintenance or repair 
 
Precautions during maintenance or repair 

1. Use only the correct tools for maintenance and repair work. 
2. Use only genuine spare parts. 
3. A warning sign bearing a legend such as <<Work in progress - do not start>> shall be 

attached to the starting Equipment, including all remote start Equipment. 
4. Persons switching on remotely controlled machines shall take adequate precautions to ensure 

that there is no one checking or working on the machine. To this end, a suitable notice shall be 
affixed to the remote start Equipment. 

5. Never use flammable solvents or carbon tetrachloride for cleaning parts. Take safety 
precautions against toxic vapors of cleaning liquids. 

6. Scrupulously observe cleanliness during maintenance and repair. Keep dirt away by 
cleaning the parts and exposed openings with a clean cloth, paper or tape. 

Also consult following safety precautions: Safety precautions during installation and Safety 
precautions during maintenance or repair. 
These precautions apply to the mVAC plant. 
For precautions applying to the connected equipment consult the relevant instruction book. 
Some precautions are general and cover several machine types and equipment; hence some 
statements may not apply to your device. 

 

Also consult following safety precautions: Safety precautions during operation and Safety 
precautions during maintenance or repair. 
These precautions apply to the mVAC plant. 
For precautions applying to the connected equipment consult the relevant instruction book. 
Some precautions are general and cover several machine types and equipment; hence some 
statements may not apply to your device. 
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7. Never use a light source with open flame for inspecting the interior of the device. 
8. All regulating and safety devices shall be maintained with due care to ensure that they function 

properly. They may not be put out of action. 
9. Before clearing the device for use after maintenance or repair, check that operating pressures, 

temperatures and time settings are correct. Check that all control and shutdown devices are 
fitted and that they function correctly. 

 

 

 
 
 

  

Units and/or used parts should be disposed of in an environmentally friendly and safe manner and 
in line with the local recommendations and legislation. 

Also consult following safety precautions: Safety precautions during installation and 
Safety precautions during operation. 
These precautions apply to the mVAC plant. 
For precautions applying to the connected equipment consult the relevant instruction book. 
Some precautions are general and cover several machine types and equipment; hence some 
statements may not apply to your device. 
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2 General description 

 
2.1 Intended use 
 
The plant provides a source for vacuum (suction) for a variety of applications in the hospital, mainly 
in operating theatres, intensive care, emergency and respirology units. 
 

2.2 model 
 

Frame Mounted Product, Tank Mounted Product, Floor Mounted Product. 
 

2.3 Device used with device 
 
Gas pipeline. 
 

2.4 Contraindications 
 
None. 
 

2.5 Intended clinical benefits 
 
Provide negative air pressure for suction in hospital. 

 

2.6 Potential clinical side-effects 
 
None. 
 
 

2.7 Vacuum and flow rate 
 
What is vacuum and how to denote 

A vacuum is any pressure in a system that is below the ambient atmospheric pressure. It can be 
denoted in absolute terms or in effective (gauge) terms: 

• mbar(a) – absolute pressure – denotes how much the pressure is above the absolute vacuum. 
• mbar(e) – the effective or gauge pressure – denotes how much the pressure is below local 

atmospheric pressure. 

Since an effective vacuum pressure is always referenced to the absolute atmospheric 
pressure, effective vacuum pressures are negative values. It denotes the fixed difference 
between the variable atmospheric pressure (e.g. dependent on altitude and weather) and the 
vacuum level. 
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(1) Pressure 
(2) Absolute vacuum 
(3) Typical medical vacuum 
(4) Typical atmospheric pressure (at sea level) 
(5) Typical pressure for medical air applications 
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Atmospheric pressure at sea level is roughly 1 bar or 1000 mbar(a). For typical medical vacuum 
applications, a vacuum of 600 mbar below atmospheric pressure is required, which is denoted as -
600 mbar(e). From the illustration it can be seen clearly that this value is also equivalent to 400 
mbar above absolute zero vacuum and can therefore also be denoted as 400 mbar(a). 

It is important to understand which type of reference is required before selecting a pressure 
instrument for measuring the vacuum. The mVAC application uses the effective pressure system 
since it corresponds most with performance 

 characteristics. 

It must be noted that this distinction isn’t relevant for a pressure difference (Δ P, e.g. pressure 
loss), since it is always the result of subtracting 2 pressures (whether stated as absolute or 
effective pressures). 

 

 
 

Flow rate definitions 

It should be clearly understood that there is a difference between the volume of ‘Free Air Aspired’ 
(FAA) at the terminal units (atmospheric pressure) and the volume of that same quantity of air 
handled by the pumps at a given vacuum level. For example: 100 liters of free air aspired at 
atmospheric pressure corresponds to approximately 200 liters of air at a vacuum of -507 mbar(e) (-
380 mmHg), and approximately 300 liters at a vacuum of -667 mbar(e) (-500 mmHg). 

The volume of rarefied air flowing in a pipeline is consequently around three times the volume of 
the total design flow which is specified in terms of Free Air Aspired. A clear distinction should 
therefore be made between the FAA and the capacity (volumetric displacement) of the pumps. In 
order to avoid confusion, the capacity of the pumps should be given in terms of both free air and 
volumetric flow rate at the operating vacuum level. 

Hence there are 2 common but different ways to denote flow rate in vacuum. The first one is based 
on the displacement or volumetric flow rate and the second one is based on the throughput or mass 
flow rate. 

Displacement/volumetric flow rate 

Over the relevant pressure range, an mVAC pump operates at quasi constant motor speed 
(rotations per minute) and since the compression chambers have fixed dimensions, the same 
volume of air is pumped from inlet to outlet with falling vacuum level. Over the relevant pressure 
range, this makes the volumetric flow rate quasi independent of the vacuum level. It is the 
expression of the flow rate inside the piping at the governing vacuum level, and always higher than 
the free air aspiration flow rate. 

Free Air Aspiration or FAA (based on throughput/mass flow rate) 

Even if the volumetric flow rate is practically unchanged with vacuum level, the number of molecules 
in that pumped volume is not. By definition: the deeper the vacuum, the lower the amount of 
molecules in the same volume of air. This means that the mass flow will decrease with decreasing 
(absolute) pressure. It is clear that a flow rate must be stated at a certain vacuum level when using 
this denotation. For this medical vacuum application, the FAA of the plant is measured at -600 
mbar(e) (-450 mmHg) and referred to free air at 1013 mbar(a) and 20 °C. Hence the FAA also 
expresses a volumetric flow rate which is always lower than the displacement flow rate described 
above. 

Don’t change the pressure band setting, it may trigger alarm. If you want to change it, 
please contact your Beaconmedaes Customer Centre. 
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2.8 Introduction 
The Medical Vacuum Supply System (mVAC) is specifically designed and manufactured to fully 
satisfy the requirements of the European Medical Device Regulation (EU) 2017/745, and the 
additional requirements of the United Kingdom National Health Service HTM (Health Technical 
Memorandum) versions 2022&02-01 and ISO7396-1. The mVAC range consists of 2 up to 6 
identical pumps which can work independently to satisfy the required vacuum flow. They keep the 
vacuum level at the point of connection at least as deep as -600 mbar(e) (-450 mmHg) at all 
times, provided the correct plant type is chosen for the hospital flow demand (see Performance 
data). In order to achieve this, the pumps operate between -770 and -970 mbar(e) (-578 and -728 
mmHg) to account for any vacuum losses across the filters. 

 

 

Modular stacked components 
 

The mVAC is set up as a system with (multiple) backup supply and control safety layers in case of 
single failure of functional components. It is installed - completely piped and wired - as modular 
stacked components or a tank mounted unit. 
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Tank mounted unit 
 
 

Each plant is subject to comprehensive QA controls during manufacturing, incorporates 
components with proven reliability and each plant is fully tested prior to dispatch. 

 
 
 
 

2.9 Plant description 
Tank mounted mVAC's are complete stand-alone assemblies with all components mounted on a 
single horizontal vacuum vessel. This configuration provides a compact, low footprint unit 
specifically designed for ease of installation. The stacked plant is supplied as principle 
components enabling a degree of flexibility in the installation layout. 
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An mVAC consists of the following mechanical (full line) and electrical (dotted line) components, 
represented here on a typical setup diagram (here with 3 pumps and 2 vessels). 

 

 

Flow diagram 
 

 

 

 

mVAC systems complying with HTM 02-01 are provided with at least 2 standby pumps, e.g. the 
design flow of a system with 3 pumps is provided by a single pump. 
mVAC systems complying with HTM 2022 are provided with at least 1 standby pump, e.g. the      
design flow of a system with 2 pumps is provided by a single pump. 
One of the major differences between HTM 2022 with HTM 02-01 is that the requirement on the 
quantity of the pumps of vacuum source. HTM 2022 requires at least 2 pumps (1 primary and 1 
emergency reserve) for the vacuum source while HTM 02-01 & ISO 7396-1 requires 3 (1 
primary, 1 secondary and 1 emergency reserve). However, both HTM 02-01& ISO 7396-1 are 
describing for the entire Medical Gas Pipeline System (MGPS), within which the medical vacuum 
supply system is only one of the constituent part of the MGPS. And it is the responsibility of the 
installation contractor and/or the healthcare facility to ensure the MGPS complies with the 
standard of HTM 02-01 & ISO 7396-1, if HTM 2022 products are used in the MGPS. 
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2.10 Vacuum vessel(s) 
 

 

The vacuum reservoir ensures an instantaneous response to demand and prevents continuous 
operation of the 'Lead’ vacuum pump during periods of light demand. It also acts as a buffer to 
smooth out short peaks in demand. A manual drain valve is fitted to the vessel at the lowest point 
to enable the removal of any internal moisture which may form with condensation. There is also a 
tapping for a vacuum gauge. The vessel connects to the vacuum pumps and to the pipeline 
distribution system by external piping. The piping arrangement is valved to enable the reservoir to 
be bypassed if necessary with the plant remaining operational. The tank mounted vacuum plant 
reservoir is mounted horizontally, the stacked plants reservoir(s) are mounted vertically. Although 
essentially designed as a free standing unit, the vessel feet are rough-drilled to enable the plant to 
be bolted down if required. With a tank mounted plant, the reservoir incorporates a mounting 
saddle to secure the vacuum pumps and control modules. Test details are annotated on a plate 
permanently fixed to the reservoir. 

The reservoir capacity is expressed as the water capacity in liters and the installed capacity is at 
least Equivalent to the design flow rate (free air aspired per minute) of the plant. 
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2.11 Vacuum pumps 
 

 

Identical vacuum pumps are used for the mVAC range. The vacuum pumps are air cooled, oil 
flooded rotary vane pumps. Each pump has an integral separator filter which ensures a virtually oil-
free exhaust. Each vacuum pump is capable of reducing the reservoir/pipeline pressure from 
atmospheric to below -999 mbar(e) (-750 mmHg) in a no flow condition. The pump inlet 
incorporates a wire mesh filter to protect particles from entering the pump and an integral non-
return valve which prevents any oil suck back and pressure increase in the vacuum system. The 
vacuum system is therefore isolated under all operating conditions, even in the event of 
inadvertent pump rotation reversal. Lubricating oil is continuously filtered via a particular filter which 
extends the periodic routine maintenance. The pump outlet incorporates an oil separator system 
to ensure an absolute minimum of oil mist throughout the entire working pressure range. In 
addition to driving the impeller assembly, the electric motor also drives its own cooling air flow 
over the cooling fins. The cooling air is ambient, drawn by the cooling fan from the plant room. 

Anti-vibration pads are fitted under the vacuum pump supporting feet to minimize the 
transmission of vibrations. 

Each vacuum pump is exhausted separately. It is recommended to install separate exhaust pipes 
to the outside of the building. If the exhausts are manifolded together during installation, suitably 
sized non-return valves must be fitted to the discharge of each pump. The discharge pipe work 
should be of a size so as not to cause back pressure. The overall back pressure, taking into 
account outlet pipe length, height and other pressure losses may not exceed 60 mbar (45 mmHg) 
for a running pump. If it does, the exhausts shall not be manifolded with non-return valves and shall 
be led outside separately. 

A drainage trap is also fitted to collect any liquids formed by condensation. During operation, the 
bacterial filter prevents contamination within the exhaust discharge system but does not remove 
offensive odors. 
Therefore the Vacuum Plant exhaust discharge should terminate outside the building at high level, 
preferably above the plant room roof and above other buildings in the immediate area. The 
discharge should be provided with a cowl or other means of protection against ingress of rain, 
snow, ice, and wind pressure. A weather proof notice must be fixed at the discharge point, 
stating: Medical vacuum discharge – do not obstruct . 
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2.12 Bacterial vacuum filters 
 

 

Duplex bacterial filters complete with drain flasks are arranged in parallel within the system 
piping immediately prior to the vacuum reservoir and pumps. 

The setup for the bacterial filters should be "1+1" or "2+2". 

"1+1" means one filter in duty and one filter in standby (smaller vacuum plants). "2 +2" means 
two filters in parallel in duty and two filters in parallel as backup (larger plants). 

A manual isolating valve fitted to both inlet and outlet lines to each filter enable one filter to be 
selected online and the other offline during normal plant operation. This arrangement enables 
maintenance of either filter without interrupting the vacuum plant operation. 

In the "1+1" setup, each clean filter is designed and sized to carry the full plant design flow rate 
with a pressure drop not exceeding 33 mbar (25 mmHg). In the "2 +2" setup, two filters in 
parallel will handle the full flow. The bacterial vacuum filter elements have penetration levels not 
exceeding 0.005% when tested by a sodium flame in accordance with BS3928 and ISO 29463, 
utilizing particles in the 0.02 to 2 micron size range. 

 

 
 

Drain flasks are transparent with a plastic polymer coating inside and out to prevent damage by 
accidental knocks and will contain any liquid even if the glass is broken. They are suitable for 
sterilization at about 134℃ and incorporate manual isolating valves. Bacterial filters lose their 
effectiveness if allowed to become wet, therefore any liquid within a drain flask necessitates 
filter element replacement. 

 
 

2.13 Pressure sensors 
Different pressure sensors and switches are installed to measure the vacuum level at different 
positions in the pipeline system (see the schematic overview in Plant description). 

The main pressure feedback is provided by the pressure transmitter PT02 which is installed at 
the pipeline connection point (upstream of the filters). A backup pressure transducer, marked 
PT01, is installed directly downstream of the filters. These two sensors also serve to calculate 

A filter breakdown indicator is fitted across each bacterial filter element to indicate when a filter 
has reached saturation. This gauge should be checked at weekly intervals and element 
replacement is required when the gauge indicates 100 mbar (75 mmHg). 
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the filter saturation resulting in increased pressure drop. 

Each pump inlet is also provided with a pressure transducer upstream of the non-return valve and 
a pressure switch downstream of the non-return valve. The pressure switch ensures feedback 
about whether a pump is operating satisfactory, while the pressure transducer is used to control 
the pump in Local mode (see chapter Pump controller operation). 

 
 

2.14 Pump control units 
 

 

The supply cables - per pump - are to be connected to these cubicles and the necessary 
transformer and fuses are provided (see service diagram). An ampere meter on the front side 
enables to monitor the drawn motor current. A HAND/OFF/AUTO (HAND =Local mode; AUTO= 
Local Area Network) switch makes it possible for the user to swap a pump to Local mode. 

The main switch isolates a pump and its cubicle components from the main supply. The cubicle 
incorporates a thermal protection overload device (F21), which is selected to the pump full load 
current rating. The thermal protection overload device also monitors the electrical power supply 
and phase input. In the event of a fault, the overload device breaks the circuit to the pump, which 
will not operate. Once the fault has been diagnosed and rectified, the overload can be reset inside 
the cubicle. 

Ampere meter Power indicator 

Unit 2 
Hand Off Auto Power switcher 

Locker 
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2.15 Central control unit 
 

 

A 210-230 V supply needs to be connected to this cubicle, wherein the necessary transformer and 
fuses are foreseen (see service diagram). The central controller is based on a master control 
system referred to as ES-VAC. 

The central controller monitors the pressure at the pipeline connection point and sends start / stop 
commands to the pump based on an even-wear, ΔP/ΔT algorithm. And the alarm occurred when 
the status of malfunctioning of the vacuum system or the increase of pipeline pressure for 
vacuum. It also tracks the pressure drop over the filters and warns when service is required. It 
receives information about the pumps, groups it into a clear overview and transmits the 
appropriate alarms to the screen and to potential free output contacts. LED's are provided to 
indicate power supply, automatic operation, service warning and fault condition.
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3 Installation 

 
3.1 Introduction 
 

 
 

The mVAC must be installed within a plant room which provides adequate ventilation for the 
cooling of electric motors, bearing in mind that approximately 75% of all energy consumed is 
dissipated into the plant room as heat. At least 500 mm must be allowed between the plant and 
any walls or other obstructions and additional headroom is required to enable installation. Specific 
plant dimensions must be taken in to account especially where access is limited. Install the unit in 
an area where the noise levels do not cause an inconvenience. When bolting the unit to the floor, 
take into account that the hole diameters in the frame are between 10 mm and 13 mm. 

 

 
 
 
 

3.2 Installation warnings 
 

 
 

1. Portable and mobile RF communications Equipment can affect the mVAC. They should be 
used no closer to any part of the mVAC, including cables, than the recommended separation 
distance calculated from the equation applicable to the frequency of the transmitter (See EN 
60601): The following minimum distances are recommended: 

 

Rated maximum output 
power of transmitter (W) 

Minimum separation distance between portable/mobile RF communications 
Equipment and the mVAC (m) 

 150 kHz to 80 MHz 80M Hz to 800 MHz 800 MHz to 2,5 GHz 
0.01 0.035 0.035 0.23 
0.1 0.11 0.11 0.73 
1 0.35 0.35 2.3 

10 1.1 1.1 7.3 
100 3.5 3.5 23 

 

Field strengths from fixed RF transmitters, as determined by an electromagnetic site survey, 
should be less than the compliance level in each frequency range (performance criteria A, 
level 3 limit). 

2. The mVAC is intended for use in the electromagnetic environment specified below. The 
customer or user should assure that it is used in such an environment. 

 

Special attention should be taken for all next points. 

Upon installation, take into account the warnings provided in chapter Installation warnings. 

 

Installation of a medical vacuum plant must be carried out by suitably qualified and competent 
personnel who fully understand the standards required when working on a piped medical gas 
distribution system and are conversant with the information contained in this Instruction book. 
Installation must be carried out strictly in accordance with the specific installation proposal (see 
chapter Installation proposal) and service diagram issued with the plant. 
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Emission
s test 

Compliance Electromagnetic environment 

RF 
emissions 
CISPR 11 

Group 1 The mVAC uses RF energy only for its internal function. Therefore, its 
RF emissions are very low and not likely to cause any interference in 
nearby electronic Equipment. 

RF 
emissions 
CISPR 11 

Class B The mVAC is suitable for use in all establishments including domestic 
establishments and those directly connected to the public low-voltage 
power supply network that supplies buildings used for domestic purposes. 

 
 

Immunity test IEC 60601 test level Electromagnetic environment 
Electrostatic 
discharge 
(ESD) IEC 

+/- 6 kV contact 
+/- 8 kV air 

Floors should be wood, concrete or ceramic tile. 
If floors are covered with synthetic material, the 
relative humidity should be at least 30%. 

Electrical fast 
transient/burst 
IEC 61000-4-

+/- 2 kV for power supply lines 
+/- 1 kV for input/output lines 

Mains power quality should be that of a 
typical commercial or hospital environment. 

Surge 
IEC 61000-4-5 

+/- 1 kV line(s) to line(s) 
+/- 2 kV line(s) to earth 

Mains power quality should be that of a 
typical commercial or hospital environment. 

Voltage dips, short 
interruptions and 
voltage variations 
on power supply 
input lines 
IEC 61000-4-11 

< 5% mains voltage (< 95% dip in 
mains voltage) for 0,5 cycle 
40% mains voltage (60% dip in 
mains voltage) for 5 cycles 
70% mains voltage (30% dip in 
mains voltage) for 25 cycles 
< 5% mains voltage (> 95% dip in 
mains voltage) for 5 sec 

Mains power quality should be that of a typical 
commercial or hospital environment. If the user 
requires continued operation during power mains 
interruptions, it is recommended that the mVAC be 
powered from an uninterruptible power supply 
(UPS) or institutional stand-by generator. 

Power frequency 
(50/60 Hz) 
magnetic field 
IEC61000-4-8 

3 A/m Power frequency magnetic fields should be at 
levels characteristic of a typical location in a typical 
commercial or hospital environment. 

 

3. The mVAC shall be installed in an environment where the conditions specified in chapter 
Reference conditions and limitations are not exceeded. It shall be protected from rain, 
snow or other precipitation and the distances to walls as specified shall be respected. 

4. Make sure the mVAC shall be installed in an integral lighting environment. 
5. Make sure that the environment is not potentially explosive. 
6. Make sure that the ambient condition limits specified in chapter Reference conditions and 

limitations are not exceeded during the plant lifetime and that they comply with the protection 
class of the drive motor. 

7. Make sure that the vacuum pumps, pipes, filters, and cubicles can neither inadvertently or 
intentionally be stepped on and cannot be used as support for heavy objects, and cannot 
be hit by falling objects. 

8. Make sure that no temperature sensitive parts (plastic, wood, cardboard, paper, electronics) 
will touch the surface of the vacuum pumps. 

9. Make sure the installation location is vented such that a sufficient cooling of the 
vacuum pumps is warranted (see chapter Design data). 

10. Make sure that the vacuum pumps will not be touched inadvertently during operation. 
 

 
 

11. Make sure that the oil sight glass will remain easily accessible. 

 

During operation the surface of the pump may reach temperatures of more than 70 °C, 
risk of burns. 
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12. Make sure that the oil drain port, oil filter and oil fill port will remain easily accessible. 

13. Make sure that the power supply is compatible with the data on the nameplate of the drive 
motor. 

14. Electrical installation work must only be executed by qualified personnel that knows and 
observes the following regulations: 
• BS 7671 
• IEC 364 or CENELEC HD 384 
• IEC-report 664 
• national accident prevention regulation 

15. Before disconnecting any piping, pneumatically isolate the section and slowly in-bleed air to 
raise the pressure to atmospheric pressure. Do not suddenly open any isolating valve that may 
cause rapid pressure release (increase). Open valves slowly and allow sufficient time for 
pressure to stabilise. 

16. A checklist / logbook will be made wherein the installer will mark the adherence of the 
installation to the following paragraphs: 
• Mechanical positioning (see Installation proposal). 
• Piping connections (see Installation proposal). 
• Electrical connections (see Electrical connections). 
• Pre-start inspection (see Pre-start inspection). 
• Electrical functional check (see Electrical functional check). 
• Pneumatic settings (see Setting the pneumatic system). 
• Automatic operation and leak check (see Automatic operation & leak check). 

17. Transportation should be carried out according to section Transporting. 
18. Do not used as anaesthetic gas scavenging power devices 
19. Do not use in dentistry 
20. Need do test for below details: 

• Cross-connection test 
• Obstruction and flow test 
• System performance test 
• All sources of supply test 
• Particulate contamination test 

21.  Check the gas type. 
 
 

1.1 Mechanical installation 
3.3.1 Transporting 

Once the unit is unpacked from the crate it can be transported by forklift or by crane. 
• Forklift: the forklift arms should be placed underneath the lowest plates on which the pumps are 

mounted. Pay attention to position the forklift arms for optimal weight distribution. 
• Crane: use all lifting eyes provided and pay attention to put equal tension on all lifting 

chains (if applicable). 
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3.3.2 Dimension drawings. 

 

 

Dimension drawing (side and back view) of mVAC7000HMV-0201-300-WMED as example 

 

 L(mm) W(mm) H(mm) ФI(mm) ФE(mm) 

VALUE 3985 1231 1728 89 60 
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Dimension drawing (side and back view) of mVAC7000HMV-0201-300-WMED as example 
 

 
I Inlet connection 
E Exhaust connection 
H Height 
W Width 
L Length 

 

Dimension drawings for other installation variants are available on request. Contact Beaconmedaes. 
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3.3.3 Installation proposal 
 

 

Installation proposal (side view) of mVAC7000HMV-0201-300-WMED as example 
 

 
Installation proposal (front view) of mVAC7000HMV-0201-300-WMED as example 

 
I Inlet connection 
E Exhaust connection 
F 500mm 

G 800mm 
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Installation proposal drawings for other installation variants are available on request. Contact 
Beaconmedaes. 

For maintenance and cooling purposes, it is recommended to respect the installation proposal for 
the specific type of mVAC. 

1. Move the frame mounted unit into position and drill the floor to receive anchor nuts. 
2. Fit mounting bolt anchor nuts into the floor. Fit mounting bolts, washers and nuts and fully 

tighten down. If the device must be installed with or connected to other medical devices or 
Equipment in order to operate as required for its intended purpose, sufficient details of its 
characteristics must be obtained to identify the correct devices or Equipment in order to obtain 
a safe combination. 

3. Take the vessel connection parts (in loose box, if applicable) and mount them on the vessels. 
4. Connecting piping. Remove the transport protection caps from the pipes. Check that no 

ingress has occurred, if necessary clean the pipes. Clean the piping network before brazing. 
Connect the distribution pipeline installation to the suction inlet. The connecting pipe work must 
be secured to give added stability. Each vacuum pump incorporates its own exhaust pipe, 
preferably to be routed separately to discharge into a safe area (see also the warning provision 
in chapter Installation warnings). The flexible outlet hose will not support the weight of the 
connecting pipe work. The connecting pipe work must be secured to give added stability. The 
diameter of the outlet pipe must be large enough to avoid pressure buildup. Back pressure 
has a negative impact on the performance of the pumps and must be limited as much as 
possible (max. 60 mbar). 

5. Take the drain flasks (inside the cubicle, or in loose box) and mount them on the bacterial 
filters and exhaust using the plastic washer provided. Check that biological warning labels are 
attached at each drain flask. 

                                                                   
 

                                                          Warning label, biological 
hazard 
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3.4 Storage 
 

 
 

• Protect the mVAC against dust and moisture. Store in a clean, cool, dry and well ventilated area 
with 

   Minimum storage temperature: 1°C, Maximum storage temperature: +40°C.  
   Humidity range is 30% -70%. 

• Make sure that the Medical Vacuum Supply System installation is not subject to vibration. 
• If the vacuum plant installation is stored in packing, put some vapour corrosion inhibitor (VCI) 

paper into the packing. 
• If the vacuum plant installation is stored for one year or more, consult Beaconmedaes. 

 
 

3.5 Electrical connections 
On larger vacuum plants, the filter module comes apart and needs to be connected to the pump 
frame. Connect the sensor cables of the ES VAC controller cabinet (marked PT01 and PT02) to the 
sensors on the filter piping: connect PT01 to the pressure sensor downstream the bacterial filters 
(backup sensor) and PT02 to the pressure transmitter upstream the bacterial filters measuring the 
net pressure. 

Consult the service diagram (it can be found inside the cubicles) and verify the motor data plates. 
Ensure that the power supply is off and correctly isolated before connecting to the cubicles. All 
wiring must be in accordance with IEE regulations. Cable sizes and fuses given in chapter 
Electrical cable size are recommendations. All cable sizes and protective devices must be sized 
by a qualified electrician. 

The mVAC requires a separate power supply for each vacuum pump, preferably from an essential 
circuit, and requires a 210-230 V AC supply to the central controller cubicle. 

Check that the central controller power LED is lit and the controller screen is operational when 
the 210-230 V supply is connected. 

Earth the vessels and other piping as required. 

Usually it is required to have a central alarm panel (in the engineering control room or telephone 
exchange etc.) Therefore, potential free contacts (with the alarm signals) are foreseen in the 
central controller cubicle. Provide electrical wires between the central alarm panel and the mVAC 
and connect them according to the service diagram provided. 

Set up the alarm panel and carry out the alarm test according to Central controller operation. 

When in normal status, the alarm signals to the alarm panel are forced closed and when an alarm 
is triggered, they open. This also means that all alarms will trigger at the central alarm panel 
when power supply to the central controller is lost. 

 

If the Medical Vacuum Supply System installation is going to be stored, protective 
measures must be taken. 
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4 Commissioning 

 
4.1 Introduction 

Commissioning of a Medical Vacuum Supply System must be carried out strictly in accordance 
with the following procedures, which are designed to ensure that the installation is correct and 
ensure that the mVAC operates correctly. The full commissioning procedure must be carried out 
after the installation before the system is brought into use. The relevant sections of the 
commissioning procedure must be repeated following major component replacement or whenever 
the plant operation or performance is suspect. Commissioning must only be undertaken by suitably 
qualified and competent personnel who are fully conversant with the information contained in this 
manual. It is recommended that for a full commissioning procedure, the following paragraphs are 
carried out in strict sequence. This ensures that at each step the plant is correctly set for the next 
procedure. 

Where applicable, a work permit must be obtained before commencing any work on the medical 
vacuum system. 

These procedures are designed in accordance with EN 7396-1 (e.g. integrity of the pipeline 
installation, check system design performance and functionally test all components). 

 
 

4.2 Pre-start inspection 
 

 

Before operating the pump, check the rotation direction of the main motor carefully. 
Briefly start the pump and stop it immediately to observe the rotation direction. Ensure 
that the rotation direction matches the arrow indicated on the motor housing . If the 
rotation direction is incorrect, disconnect the power supply immediately and swap any 
two-phase connections of the power supply. Repeat the rotation check until the correct 
direction is achieved. 

 

The pre-start inspection is essential to ensure that all components are secure, correctly 
assembled and that no damage occurs to the plant during initial start-up. The procedure to carry 
out the pre-start inspection is as follows: 

1. Ensure that all electrical power supplies to the plant are off and isolated at the controllers 
(isolator switches turned OFF). 

2. Check the rating of the power supply fuses and fuses in the controller cubicles. 
3. Check the security of all components inside the cubicles and examine all connections. 

Inspect for any obvious damage and rectify if necessary. 
4. Check the security of the electrical connections between the vacuum pumps and their 

respective control cubicles. Check the security of the electrical connections between all 
cubicles. Ensure that all exposed wiring is correctly routed and secure. 

5. Check all external piping connections for security and damage with special attention to flexible 
hoses. 

6. Verify on the sight glass of all pumps that the oil reaches the upper half of the glass, if 
necessary add oil. 

7. Fully close all ball valves. 
8. Ensure that the vacuum plant inlet is correctly connected to the distribution system. Ensure 

that the distribution system is isolated from the plant by closing the distribution system ball 
valve at the inlet connection point. 

9. Ensure that each vacuum pump is connected to the exhaust system and that there are no 
closed ball valves present or other elements blocking the exhaust. 

10. Ensure that all loose articles are removed from the vicinity of the plant. 
11. Check the drain flasks for damage to the bowl or connection, order spare parts if needed. 
12. Where applicable, check that the pipeline installation is correctly identified and labelled with 
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identification tape at 10 metre intervals and on both sides of any dividing wall. 
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4.3 Electrical functional check 
Following the initial electrical power connection and every time the electrical power supply 
connections have been disturbed for any reason, all electrical connections must be checked for 
security and the electrical functional check must be carried out. 

1. Verify that each HAND/OFF/AUTO switch is set to HAND. Jog each motor briefly by switching 
On and Off the isolator switch on the pump control cubicles immediately, while checking the 
rotation of the corresponding pump (cubicle and pump are marked with the same number). 
The correct rotation is marked by an arrow on the pump. If the rotation is wrong, switch off the 
pump immediately. Switch off and isolate the power supply and swap 2 phase connections in 
the cubicle. Carry out the procedure again to check for correct rotation. Check that each 
vacuum pump operates normally without any unusual noise or vibration. Verify that the 
ampere meter registers approximately full load current (see Fuse values). 

2. If a motor doesn’t rotate during this check, check the connections in the connection box on the 
motor and check the connections inside the cubicle. Check the overload settings and the 
fuses (section Fuse values). When the problem is corrected, carry out the rotational check 
again. 

3. Check that the central controller power LED is lit and the controller screen is operational when 
the 210-230 V supply is connected. Check that the pump controllers powered LED's are lit and 
the screens are operational when the isolator switches are On. 

 
 

4.4 Setting the pneumatic system 
Prior to checking the automatic operation, the pneumatic system must be selected as follows: 

1. Fully open the drain valves at the exhausts of each pump. 
2. Fully open the valves at the inlets of each pumps. 
3. Fully open the valves at each vessel connection. 
4. Fully open the valves before and after the lead bacterial filter(s). 
5. Fully close the valves before and after the stand-by bacterial filter(s). 
6. Fully open the drain valves at the bottom of the bacterial filter(s). 
7. Fully close the (full flow) test connection ball valve. 
8. Fully close the vessel drain valves. 
9. Fully close the inlet connection valve which connects the plant to the distribution piping while 

proving the plant operation (see: Automatic operation & leak check). 
10. After proving the plant operation, making sure that all terminal units are correctly fitted, and 

after successfully completing the pipeline carcass pressure test, the inlet connection ball valve 
can be opened. 

 

4.5 Automatic operation and leak check 
The following initial start-up procedure ensures that the plant is set to operate normally and the 
vessel is evacuated to a vacuum level of at least -870 mbar(e) (-653 mmHg). 

1. Set the HAND/OFF/AUTO   switch to AUTO on all pump controllers. 
2. Power the central controller and proceed to chapter Central controller operation to start the 

software. 
3. Set all isolators to On, powering the complete system. 
4. Observe that the plant emergency and pressure fault alarms are active. 
5. When you turn on the plant for the first time, it’s normal to see the “Plant Fault” alarm to be 

triggered after the vacuum is established, follow the further steps to reset the alarm: reset the 
“Plant Fault” alarm, reset the ECO mode and check if the “Normal” status is displayed. 

6. Observe that the pumps are being called and the pressure on the controllers approaches 
vacuum. Open the test connection (unplug the plug) slightly to simulate a vacuum flow 
demand, observe that the pumps respond to maintain vacuum. 
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7. Ensure that each vacuum pump operates normally without any unusual noise or vibration. 
Should any fault occur, the respective vacuum pump must be switched off immediately. 
Refer to Faults and remedies and restart the commissioning. 

8. After at least 1 hour, fully close the test connection and refit the plug. Observe the gauge(s) on 
the vessel(s) until a vacuum is reached. At this point all pumps should stop. 

9. Observe that the alarms are now extinguished. 
10. With the complete system at nominal distribution pressure, with the source of supply isolated 

and with all other valves open, the pressure increase in the pipeline shall not exceed 200 
mbar (150 mmHg) after 1 hour. The pressure drop shall be corrected for variations due to 
temperature according to the ideal gas laws (see EN 7396-1 annex E). In case the pressure 
increase in 1 hour is greater, close off sections of the pipeline, track leaks (audibly or through 
other means), and fix them. Then redo the test. 

11. Ensure that the system continues to operate within the design flow rate and that the pumps 
operate normally with no signs of problems for at least one hour. 

12. Per pump cubicle, read out the value of the drawn nominal current on the amp meter and 
note down the value. 

 
 

4.6 Starting the plant 
After going through the procedures explained in the previous paragraphs (make sure that the 
valves are set according to paragraph Setting the pneumatic system), the plant can be left to run 
automatically. Ensure that all HAND/OFF/AUTO switches are set to AUTO and that the automatic 
operation LED's are lit. See picture at Pump controller overview. Ensure that paragraph Central 
controller operation is followed to start the software. Follow the guidelines explained in chapter 
Checks and intervals to ensure trouble free and reliable operation throughout the life of the plant. 
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5 Central controller operation 

 
5.1 Elektronikon™ Touch Mk5s 

Controller 
 

 
 

 
 
Introduction 

The Elektronikon™ controller has following functions: 
 Controlling the medical vacuum pump 
 Protecting the medical vacuum pump 
 Monitoring components subject to service 
 

The Hardware/ Software need pay attention to: 
 No special minimum requirement for the hardware to customers 
 The software is embedded type and it has already been provided together with this device by 
manufacturer 
 

Automatic control of the medical vacuum pump 
The controller maintains pressure between limits by automatically controlling the number of motors 
running in the pump set. There are several settable values to be considered, such as set value, 
number of pump sets, minimum downtime, maximum number of motors starts and other parameters. 
 
The controller will stop the operation of the vacuum pump under any possible conditions to reduce 
power consumption and automatically restart the vacuum pump when the pressure drops. 
 

Warning 
A number of time based on automatic start/stop commands may be programmed. Take into account 
that a start command will be executed (if programmed and activated), even after manually stopping 
the compressor. 
 

Warning 
Before remedying, consult the Safety precautions 
 

Warning 
A warning message display when happen below: 

 Excessive temperature of exhaust port of pump set (some models are equipped with) 
 The backup pump is running 

 

The controller is configured with network lock, only authorized personnel can operate. 
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Service warning 

A number of service operations are grouped (called Service Plans). Each Service Plan has a 
programmed time interval. If the service timer exceeds a programmed value, this will be indicated 
on the display to warn the operator to carry out the service actions belonging to that Service Plan. 

 
5.2 Main controller 

 
Control panel 

 
Parts and functions 

Reference Designation Function 
1 Touchscreen Shows the medical vacuum pump 

operating condition and a number of icons 
to navigate through the menu. The screen 
can be operated by touch. 

2 Warning sign Flashes in case of a shut-down, is lit in 
case of a warning condition. 

3 Service sign Is lit when service is needed. 

4 Operation sign Is lit when the medical vacuum pump is 
running in automatic operation. 

5 Voltage sign Indicates that the voltage is switched on. 

6 Stop button Disable 

7 Start button Disable 
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5.3 Icons used 
Menu icons 

Menu Icon Menu Icon Menu Icon 

Data 
 

 

Status 

 

  

Inputs 

 

  

Outputs 

 

  

Counters 

 

  

Service 

 
 

Service  Overview 

 
Service 

Plan  
Service 
History  

  Service 
functions 

 

 

  
Clean Screen 

  

Week 
Timer  

 
Week 

 

Remaining 
Running 

 

Event 
History  

Saved Data 
 

 

 
Menu icons 

Menu Icon Menu Icon Menu Icon 

Machine 
Settings 

 

Alarms  
  

Regulation  
  

Control 
Parameters 

 
  

Aux. Equipment 
Parameters 

 Internal 
SmartBox 
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Controller 
Settings  

Network Settings 

 Ethernet 
Settings  

CAN Settings 
 

Localisation 

 Language 
 

Date/Time 
 

Units 
 

User Password    

Help    

Information    

 
Status icons 

Icon Description 

 
  Motor Stopped 

 

Motor Stopped Wait 

 

Running Unloaded 

 

Manual Unload 

 

Running Unloaded Wait 

 

Running Loaded 

 

Failed to Load 

 

Running Loaded Wait 

 

Machine Control Mode, Local 
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Machine Control Mode, Remote 

 

Machine Control Mode, LAN 

 

Automatic Restart After Voltage Failure 

 

Week Timer Active 

System icons 
Icon Description 

 

Basic User 

 

Advanced User 

 

Beaconmedaes Service 

 

Antenna 25% 

 

Antenna 50% 

 

Antenna 75% 

 

Antenna 100% 

 

Change between screens (indication) 

 
  Vacuum Pump Element 

 
  Menu 

 
  Reset 

Input icons 

Icon Description 

 

Pressure 

 

Temperature 

 
Special Protection 

 
Open 

 
Closed 
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This chapter gives a general survey of available icons. Not all icons 
mentioned in this chapter are applicable to every machine. 

5.4 Main Screen 
 
Function 

The Main screen is the screen that is shown automatically when the voltage is switched on. It is 
switched off automatically after a few minutes when there is no touch input. 

 
Description 

 
 

Reference Designation Function 

1 Home button The home button is always shown and can 
be tapped to return to the main screen. 

2 

Screen information On the main screen, the screen information 
bar shows the serial number of the machine. 
When scrolling through menus, the name of 
the current menu is shown. 

3 
Access level button The access level button is always shown and 

can be tapped to change the current user 
access level. 

4 
Alarm button The alarm button can be tapped to show the 

current alarms. If an alarm occurs, the icon 
on the button will be red. 

5 Service button The service button can be tapped to show 
the service information. 

6 Compressor or vacuum 
pump status 

This icon shows the current compressor 
or vacuum pump status. 

7 

Page indicator Indicates which page you currently see. The 
middle indication is the main screen, left is 
the menu screen and at the right the quick 
access screen. 
Swipe left or right to go to another screen. 

8, 9, 10, 11 

These fields can 
contain a history chart, 
an input or a counter 
value, depending on 
the type of the 
machine. 

Tap the field to view the type of 
measurement. This will be shown in the 
screen information bar. 
Examples of inputs: 

• Ambient temp 
• Compressor outlet 
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• Dryer dewpoint  
Examples of counters: 

• Running hours 
• Load relay 

 
12 Menu button Call up function for operation. 

 
Quick access screen 
 
Function 

The screen is used to directly access some frequently used functions. 
 
Procedure 

The Quick access screen can be viewed by swiping left, starting from the main screen. 
 
Description 

 

The vacuum pump group ECO has up to 6 pump units running, and the system pressure is 1bara, 
which is in the local control operation state. 

 

 

Reference Designation Function 

（1） 

Data menu The data menu contains the 
Compressor or vacuum pump 
status, information about the Inputs, 
Outputs and Counters. The Auxiliary 
Equipment can also be viewed 
through this menu. 

（2） 

Service menu The service menu contains the 
Service information. The ‘Clean 
screen’ function can be used to 
clean the touchscreen. 
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(3) 
Week timer menu Multiple Week timers and a 

Remaining running time can be set 
through this menu. 

（4） 

Event history menu In case of an alarm, the compressor 
or vacuum pump Status information 
is saved and can be viewed through 
this menu. 

（5） 

Machine settings 
menu 

Alarms settings, Regulation settings and 
Control parameters can be changed 
through this menu. Auxiliary Equipment 
parameters can also be changed. 
The Auto restart function can be set 
through this menu. This function is 
password protected. 

（6） 

Controller settings 
menu 

Network settings, Localisation settings 
and a User password can be set through 
this menu. There is also a Help page 
available and the Controller information 
can be shown. 

 

Data menu 
 
Function 

This screen is used to display the following submenus: 
• Status 

• Inputs 

• Outputs 

• Counters 

• Aux. Equipment 

These submenus can be entered by tapping the icons. 
 
Procedure 

To enter the Data menu screen: 
1. Tap the Menu button 

2. Tap the Data icon 

 
Description 
 

 
 



 
Instruction book 

 

42  

Reference Designation 

（1） Status menu 

（2） Inputs menu 

(3) Outputs menu 

（4） Counters menu 

 
Status menu 
 

Tap the Status icon to enter the status menu. 
This menu shows the current compressor status. 
If an alarm is active, it can be viewed by tapping the alarm message. To reset an alarm, tap the 
reset button. 

 
 
Inputs menu 
 

Tap the Inputs icon to enter the inputs menu. 
This menu shows information about all the inputs. 

 
 
 
Outputs menu 
 

Tap the Outputs icon to enter the outputs menu. 
This menu shows information about all the outputs. 
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Voltage-free outputs may only be used to control or monitor functional 
systems. They should NOT be used to control, switch or interrupt safety 
related circuits. Check the maximum allowed load on the label. 

 
Stop the compressor and switch off the supply before connecting external 
Equipment. Check the Safety precautions. 

 
Counters menu 
 

Tap the Counters icon to enter the counters menu. 
This menu shows an overview of all actual hours and counters of the compressor and controller. 

 
 
Event history menu 
 

This screen is used to display the saved data in case of an alarm. 

 

 
Machine setting screen 
 
Function 

This screen is used to display the following submenus: 
• Alarms 
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• Alarms setting 

• ECO setting menu 

These submenus can be entered by tapping the icons. 
 

Procedure 
To enter the Machine settings menu screen: 

1. Tap the Menu button 

2. Tap the Machine Settings icon 

 
 
 
 
 
 
 
 
Description 

 
 

Reference Designation 

（1） Alarms menu 

（2） Alarms setting menu 

(3) ECO setting menu 

 
Alarms menu 
 

Tap the Alarms icon to enter the alarms menu. A list of all alarms is shown. 
 

 

Alarms setting menu 
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Tap the Alarms icon to enter the alarms setting  

 

ECO setting menu 
 

Tap the ECO icon to enter the ECO setting 

 

ECO status should be set to On state 
 

 

 
ECO Start active  
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Main Operation Screen 

The status of the display when machine running in Auto 
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6 Maintenance 

 
6.1 Introduction 

Medical Vacuum Supply System installations require periodic routine maintenance to ensure 
trouble free and reliable operation throughout the life of the plant. 

Beaconmedaes offers several types of service contracts, relieving you of all preventive 
maintenance work. Consult your Beaconmedaes Customer Centre. 

 
 

6.2 Maintenance warnings 
 

 
     

  WARNING! It is essential that only genuine BeaconMedaes spare parts are fitted during 
maintenance. 

1. Proper protective clothing (face mask, eye protection, overall, disposable gloves and apron) 
must be worn when installing, servicing or handling this Equipment. 
A service kit with face masks, gloves and overall is available. Consult the Spare Part List 
for the part number. 

2. Danger to health during inspection, cleaning or replacement and danger to the environment: 
Contaminated filters elements, inlet screens, non-return valves or other components must be 
disposed of using the hospital procedure for contaminated waste, and drain flasks must be 
sterilised using hospital Equipment and procedures. 
Any type of particular matter or liquid within a drain flask or inlet screen must be treated as 
potentially biologically contaminated. 
Any moisture drained from vessels or other drain points must be treated as biologically 
contaminated. Prior to transportation, items will be decontaminated as well as possible and the 
contamination status shall be stated in a Declaration of contamination form. 

3. Prior to vacuum pump maintenance, stop the pump and let it cool down for no more than 20 
minutes (in case of oil replacement). Make sure the pump is shut down and locked against 
inadvertent start up. Prior to opening cubicles, isolate the cubicle from supply by either 
switching off the isolating switch (pump controllers) or by shutting off the supply at the plant 
room (central controller). 

4. During operation, the surface of the pump may reach temperatures of more than 70° C, risk of 
burns. 

5. Filling oil through the suction (inlet) connection will result in breakage of the vanes and 
destruction of the vacuum pump. Oil must be filled through the oil fill port only. Risk of injury 
from hot oil mist with open oil inlet plug, remove only when vacuum pump is stopped. The 
pump must only be operated with the oil plugs firmly inserted. 

6. Degraded oil can choke pipes and coolers. Risk of damage to the vacuum pump due to 
insufficient lubrication. Risk of explosion due to overheating. If there is suspicion that 
deposits have gathered inside the vacuum pump, oil must be flushed (contact 
Beaconmedaes). 
Therefore strictly adhere to the maintenance intervals, checks and procedures as described in 
this chapter, and strictly adhere to the limitations as described in chapter Reference 
conditions and limitations. 
If a maintenance interval has not been adhered to these and potentially resulting in sludge 
formation, proceed to procedure Change from mineral oil to synthetic oil. 

7. Improper work on the vacuum pump puts the operating safety at risk, approval for operation 

无法显示链接的图像。该文件可能已被移动、重命名或删除。请验证该链接是否
指向正确的文件和位置。

Additional to the safety precautions mentioned in section Safety precautions during 
maintenance or repair, special care must be taken when servicing the bacterial filters, 
pumps, non-return valves, inlet screens, piping, vessels or other components of the mVAC. 
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and warranty will be void. Any dismantling that is beyond of what is described in this manual 
must be done by specially trained personnel (contact Beaconmedaes) 

8. All maintenance work must be carried out by a competent person who must be fully 
conversant with the procedures and standards required when working on medical vacuum 
systems. Maintenance personnel must follow the information contained in this manual and 
must fully appreciate the safety precautions required. Electrical work must only be executed 
by qualified personnel that knows and observes the following regulations: 
• BS 7671 
• IEC 364 or CENELEC HD 384 
• IEC-report 664 
• National accident prevention regulation. 

9. The vacuum pumps emit noise of high intensity. Risk of damage to the hearing. Persons 
staying in the vicinity of a non noise insulated vacuum pump over extended periods shall 
wear ear protection. 

10. Before disconnecting any piping or opening bypass valves (e.g. over filters), pneumatically 
isolate the section and slowly in-bleed air to raise the pressure to atmospheric pressure. Do 
not suddenly open any isolating valve that may cause rapid evacuation of any section that may 
be at atmospheric pressure. Open valves slowly and allow sufficient time for pressure to 
stabilise. 

11. Check with the hospital if a work permit is required, obtain if necessary. 
12. It is essential that only genuine spare parts are used during maintenance. Any damage or 

malfunction caused by the use of unauthorized parts is not covered by warranty or product 
liability. 

13. The electrical power supply to the central controller must be switched off and isolated prior to 
carrying out any electrical maintenance work to the central controllers’ cubicle. 

14. Foresee the correct tools before beginning any maintenance work. During use, it is possible 
that tools will become contaminated with oil or grease, it is therefore important that tools are 
cleaned and degreased following any maintenance operation, especially if the same tools are 
subsequently used with an Oxygen System. When the tools come into contact with possible 
bacteria contaminated parts (e.g. if the bacterial filters were ruptured), they must be sterilised 
after completion. 

15. Should maintenance personnel come across a doubtful situation such as contamination by 
mucus or blood, they must stop work and report the situation to the hospitals authorized 
person. If asked to proceed with maintenance, personnel must follow the guidance of the 
hospital, and regardless, the following rules must always be observed: 
a. Biological contamination may appear crystalline or organic. 
b. Do not be deceived by appearance and treat any foreign material as a possible hazard. 
c. Do not commence any work on a vacuum system suspected of contamination without 

authorization and guidance of the authorized person. 
d. Do not eat or smoke when working on vacuum systems or components 

suspected as being contaminated. 
e. Do not dispose potentially contaminated material and oil in ordinary waste bins, but 

according to hospital procedures (e.g. sealed in marked bag and entrusted to hospital 
authorities for safe disposal). Contact the authorized person if in doubt. 

f. Do not place contaminated tools or Equipment into your tool box. 
g. Inspect for cuts or abrasions before applying waterproof dressing as necessary to 

effectively cover all lesions. 
h. Wear all protective clothing throughout all work stages. Wear the waterproof gloves 

provided and ensure that they remain intact throughout all work stages. Wear an overall 
and ensure that it remains fully buttoned. 

i. Take care not to cut yourself. If a glove is punctured, remove glove and allow wound to 
bleed freely. The contaminated area should be washed gently under running water and not 
scrubbed. Inform the authorized person of the incident immediately, and seek medical 
advice on appropriate action. Report the incident in accordance with company rules. 

16. Immediately upon completion of work, remove any contaminated clothing and wash hands 
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(and, if necessary, contaminated tools) in a 2% glutaraldehyde solution (or similar) and rinse 
under running water. 

17. Any leakage should be attended to immediately. Damaged hoses or flexible joints must be 
replaced. 

18. Always consult Beaconmedaes if a timer setting has to be changed. 

19. Do not overfill with oil as this may lead to oil loss at high intake pressures. 
20. If the bacterial filter drain is often filled with fluid, it could indicate contamination of the 

pipeline and must be investigated. The bacterial filter must be replaced after the source of 
contamination has been identified and removed, and after the filter pipeline has been 
dried out. 

21. A logbook will be kept with all maintenance activities and their date and running hours. 
22. All maintenance work must be in an environment with appropriate lighting. 
23. For MVS Pump, it is recommended to close the gas ballast valve when the pump is running 

normally; when the water content inside the pump is high, open the gas ballast valve to drain 
water, and observe the following principles: 
a． Before pumping steam, warm the pump to operating temperature (close the solenoid 

valve/open the gas ballast to run the pump for 30 minutes), then can begin to pumping the 
steam. 

b． An indication of increased water content inside the pump is that oil level rise during pump 
operation 

c． Due to technological requirement, when the limiting vacuum degree required by the process 
cannot be guaranteed after opening the gas ballast valve, the gas ballast valve can be 
temporarily closed during the process. However it must be ensured that the gas ballast 
valve is opened after the process, so as to drain the water generated in the process as soon 
as possible. 

d． The location and usage of the gas ballast are described on the pump nameplate. 
 

 
 
 

6.3 Checks and intervals 
 
Regular checks 

When no alarm system is in place that warns personnel directly, check the controller displays daily 
for readings and messages. 

When problems with the power supply have occurred, it is advised to check the displays 
immediately. Normally, the display shows the plant / pumps inlet pressure and the status of the 
plant / pumps. 

Remedy the problem if alarm LED's are lit or alarms are present on the displays, see section 
Interface, icons and menu structure. 

The service (blue) LED's will be lit or the display will show a service message if a service level for a 
monitored component has been exceeded. Carry out the service actions of the indicated plans 
or replace the component and reset the relevant item, see following sections. 

 
Maintenance and inspection of vacuum vessels 

The applicable national regulations must be observed. The corrosion allowance is 1 mm. After 
internal checks, the seals of the inspection opening(s) must be replaced. 

No measures which will in any way modify the structure (e.g. welding, heat treatment, etc.) must be 
performed on the pressure vessel. 

 
Intervals (see also the service plan on the controller) 
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Operation 

 Normal 

Check oil level & condition. (See note below) 24 h 

Clean dirt trap at pump inlet Monthly 

Clean anti suck back valve at pump inlet. Yearly 

Change oil, oil filter (if installed) & exhaust filter  

Synthetic oil 8000 h or 1year 

Clean the pump, the radiator and the motor fan guard 2000 h 

Check the vanes. Replace them. 
15000 h or 3 
years 

Change bacteria filter 
 4000 h or 1 
year 

 

 

The following intervals are a guideline for nominal working conditions. 
The local Customer Centre may overrule the maintenance schedule, especially the service 
intervals, depending on the environmental and working conditions of the plant. 
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6.4 Oil, oil filter and oil separator change 

 

View of one pump. 
 

 
 Description  Description 
1 Oil filter 5 Oil separator 
2 Oil sight glass 6 Discharge cover 
3 Oil fill plug 7 Non-return valve 
4 Drain plug   

 
 

 
 
 

 
 

                
The procedure for oil and oil filter change is as follows: 

1. Ensure that this procedure is carried out one pump at a time, as to ensure that the other 
pumps can still maintain the vacuum required. Check that the other pumps are fully 
operational. 

2. If you do not wish to transmit alarms to the hospital staff, go to chapter Isolating a pump 
controller in section Central controller operation. 

3. Close the ball valve upstream the pump which is due to service. Switch off the pumps’ 
isolating switch on the corresponding cubicle, ensure that the power LED on its’ controller is 

 

It is recommended to close the gas ballast valve when the vacuum pump is running normally; 
When the water content inside the vacuum pump is high, open the gas ballast valve to drain 
water. In addition, the gas ballast valve also needed to be opened during transportation. 

 

Important: 
The sight glass might be discolored because of the oil and hence the actual level might be difficult 
to see. Therefore, upon oil change, between oil drain and oil fill, clean the inside of the oil glass 
if this is the case. 

 

Please respect the maintenance warnings. See Maintenance warnings. 
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unlit and let the pump cool off for no more than 20 minutes. Make sure that the pump is 
vented to atmospheric pressure. 

4. Put a drain tray underneath the oil drain port, remove the oil drain plug (Dp) and drain the oil. 
5. Replace the O-ring in the drain plug and firmly re-insert the drain plug. 
6. Remove the oil filter (OF). 
7. Apply a drop of fresh oil on the seal ring of the new oil filter, mount it and tighten by hand. 

8. Remove the oil fill plug (FC) and fill in oil until the level in the sight glass (Sg) is close to the MAX 
indication. 

9. Replace the O-ring in the fill plug and re-insert the fill plug firmly. 
10. Open the ball valve upstream the pump, switch the isolating switch back to On and integrate 

the pump in the software. 
11. Observe the pump during a few cycles to make sure it is running normally. 
12. Reset the Service counter in the pump controller (d.4), see chapter Resetting service 

running hours in section Pump controller operation. 

The procedure for changing the oil separator (OS) is as follows: 

1. Ensure that this procedure is carried out one pump at a time, as to ensure that the other 
pumps can still maintain the vacuum required. Check that the other pumps are fully 
operational. 

2. If you do not wish to transmit alarms to the hospital staff, go to chapter Isolating a pump 
controller in section Central controller operation. 

3. Close the ball valve upstream the pump, switch off the pumps’ isolating switch on the 
corresponding cubicle, ensure that the power LED on its’ controller is unlit and let the pump 
cool off for no more than 20 minutes. Make sure that the pump is vented to atmospheric 
pressure. 

4. Unscrew the 4 bolts (1) in the discharge cover (2). Bend the flexible hose of the discharge line 
slightly so that the discharge cover is removed from the pump. If required, loosen the coupling 
ring at the copper stub connection, effectively disconnecting the flexible hose from the exhaust 
pipe. 

5. Release and remove the spring elements by unscrewing the attached screws. 
6. Remove the oil separator element(s), O-ring and seal ring. 
7. Insert the new oil separator, O-ring and seal ring. Be sure to fit the oil separator correctly as 

indicated by the arrow. 
8. Mount the spring elements and apply a tension to them by means of the tension screws. 
9. Bring the exhaust flexible back into place and mount the discharge cover (2) with the screws (1). 

Remount the coupling ring, re-attaching the flexible hose to the exhaust pipe, if applicable. 
10. Open the ball valve, switch the isolating switch back to On and integrate the pump in the 

software. 
11. Observe the pump during a few cycles to make sure it is running normally. 
12. Reset the service counter in the central controller (ES-VAC), see chapter Service in 

section Central controller operation. 
 
 

6.5 Oil specifications 
It is strongly recommended to use only the genuine recommended lubricants. 

They are the result of years of field experience and research. See section Checks and intervals for 
the advised replacement intervals and consult your spare parts list for part number information. 

 

 
 
 

Never mix lubricants of different brands or types as they may not be compatible and the 
oil mix will have inferior properties. 
Always drain the pump as good as possible. Used oil left in the pump shortens the lifetime 
of the new oil. 
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PAO-based vacuum pump oil 

PAO-based vacuum pump oil is a high quality synthetic lubricant for rotary vane vacuum pumps 
operating at ambient temperatures between 0 ˚C (32 ˚F) and 40 ˚C (104 ˚F). Because of its 
excellent oxidation stability, PAO-based vacuum pump oil is recommended for pumps operating 
at ambient temperatures between 30 ˚C (86 ˚F) and 40 ˚C (104 ˚F). 

6.6 Bacterial filter replacement 
 

 
 

The procedure to replace the bacterial filter is as follows: 
1. For mVAC types with the filters housed in a (separate) frame, it is allowed to dismount the 

support beams at the side to allow easier access to the filters. 
2. Set the filter(s) that is (are) not going to be changed online by slowly, fully opening the valves 

before and after the filter(s). 
3. Isolate the filter(s) that is (are) going to be changed by fully closing the valves before and after the 

filter(s). 
4. Isolate the drain flask (Df) in use by closing the isolating valve. If any liquid is present, follow 

the instructions as given in Maintenance warnings and notify the Authorized Person (MGPS) 
immediately. Otherwise, remove the drain flask. 

5. Remove the filter housing. Unscrew/unclamp the filter housing and remove. To unscrew the filter 
housing, it may be convenient to use a special strap tool. 

6. Remove the filter element (Bfe) and dispose it according to hospital procedures for contaminated 
waste. 

7. Fit the new filter element and secure it with the retaining nut (if applicable). Tighten by hand. 
8. Refit the filter bowl housing, screw the drain flask back on and open the drain valve. 
9. Reset the Delta P warning in the ES-VAC if necessary (see paragraph Service Menu in 

section Central controller operation). 
 

 

Bacterial filter with drain flask 

 
Bf Filter head Df Drain flask 
Bfe Bacterial filter element H Filter housing 

 

Always respect the maintenance warnings. See Maintenance warnings. 
Filter elements cannot be cleaned or reused. Dispose of in accordance with hospital 
procedures for contaminated waste. 
Do not overtighten the filter element as distortion of the O-ring seals may occur and prevent 
an effective seal. 
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6.7 Drain flask change 
 

 

 

 
 

Drain flask on a pump 
 
 

The procedure to replace a drain flask (Df) is as follows: 
1. Close the corresponding drain valve (Dv). 
2. Unscrew the drain flask (Df) (treat as contaminated waste) and mount the new one. A drain flask 

is suitable for sterilisation. 
3. Open the drain valve (Dv). 

 
 

6.8 Non-return valve and inlet screen replacement 
 

 

 

 

 

Always respect the maintenance warnings. See Maintenance warnings. 

Please respect the maintenance warnings. See Maintenance warnings. 
If any liquid is present in the drain flask, inform the Authorised Person (MGPS) 
immediately; otherwise, remove the drainage flask and replace it according below 
described procedure. 



 
Instruction book 

 

55  

 
 

The procedure to replace the non-return valve (NRV) and the inlet screen is as follows: 

1. Ensure that this procedure is carried out on one pump at a time, as to ensure that the other 
pumps can still maintain the vacuum required. Check that the other pumps are fully 
operational. 

2. If you do not wish to transmit alarms to the hospital staff, follow the procedures explained 
in section System Operation. 

3. Switch off the pumps’ isolating switch on the corresponding cubicle, ensure that the power 
LED on its controller is off and let the pump cool down. Make sure that the pump is vented to 
atmospheric pressure. 

4. Close the valve at the inlet side of the corresponding pump. 
5. Dismount the 4 screws from the inlet chamber and bend the flexible hose slightly so that the 

inlet cover is removed from the pump. 
6. From the top section behind the inlet cover, remove the inlet screen and the O-ring. 
7. From the lower section, closest to the vane chamber, remove the O-rings, the non-return 

valve and the spring. 
8. In the same order, insert the new non-return valve components, inlet screen and O-rings. The 

cylindrical housing is reused. By pressing gently up and down, test that the new non-return 
valve is fitted correctly and see to it that all O-rings are positioned correctly. 

9. Remount the 4 screws tightly to fix the inlet chamber to the pump. 
10. Reopen the inlet valve and switch the pumps’ isolating switch to On. 
11. Listen closely as the pump runs to ensure that no leaks have been created. Observe the 

controllers’ display of the pump as it starts up and shuts down to ensure that the non-return 
valve is working correctly. See section Plant fault, FTGOL switch. 

12. Observe the pump during a few cycles to make sure it is running normally. 
 
 
 
 

6.9 Vacuum pump replacement 
 

 
 

A special lifting device which facilitates this job and allows to carry out this intervention in a safe 
way is available. Please contact your representative in case of interest or need for assistance. 

The procedure to replace a single vacuum pump while the plant installation remains operative is as 
follows: 

1. Ensure that this procedure is carried out one pump at a time, as to ensure that the other 
pumps can still maintain the vacuum required. Check that the other pumps are fully 
operational. 

2. If you do not wish to transmit alarms to the hospital staff, go to Central controller operation. 

 

Please respect the maintenance warnings. See Maintenance warnings. 
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3. Switch off the pumps’ isolating switch on the corresponding cubicle, ensure that the power 
LED on its’ controller is unlit and let the pump cool off for no more than 20 minutes. Make sure 
that the pump is vented to atmospheric pressure. 

4. Close the valve at the inlet side of the corresponding pump. 
5. Dismount the flexible hoses from the inlet and outlet of the pump and unscrew the bolts at the 

underside of the plate on which the pump is fixed. 
6. Open the motor electrical box and disconnect the wires. 
7. Lift the pump slightly upward and outward towards the exhaust side of the plant. It might be 

needed to dismount cable guiders or support beams, do this carefully and re-attach them after 
removing the pump. 

8. The new or refurbished pump can then be refit in the same manner: gently lift the pump into 
place, mount connection bolts, inlets and outlets and connect the electric wires. 

9. Make sure to install and commission the pump according to sections Electrical functional check. 
10. Reopen the inlet valve and switch the pumps’ isolating switch to On. 
11. Observe the pump during a few cycles to make sure it is running normally. 

 
 

6.10 Dismantling and disposal 
 

 
 

The procedure to dismantle and dispose of the vacuum plant is as follows: 

1. Switch off all isolating switches and the main power supply switches. 
2. Clean drains and filters as described in sections Bacterial filter replacement and Drain flask 

change. 
3. Close the inlet connection point valve and open one of the drain valves without drain flask 

slowly to bring the pressure inside the pipes to atmospheric pressure. 
4. Disconnect all electric cables and dismount the cubicles. 
5. Drain all oil from the vacuum pumps and remove the oil filters. 
6. Separate all materials and components to be treated as special waste from the pump. 
7. Dispose of the oil and contaminated items (piping, filters, …) in compliance with the 

applicable regulations. 
8. Dispose of electric components according to the applicable regulations. 
9. Dispose of any other uncontaminated material as scrap metal. 

 
 

6.11 Service kits 
A wide range of service kits is available. Service kits comprise all parts required for servicing the 
components and offer the benefits of genuine parts while keeping the maintenance budget low. 
Consult the spare parts list for part numbers. For parts which are not listed (e.g. pump parts not 
included in the service kits), please contact your supplier. 

 

Please respect the maintenance warnings. See Maintenance warnings. 
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7 Pictographs 
 

 
 

 
 

Reference Description 
1 Pressurized (vacuum), open slowly. 
2 Warning: automatic 

operation. Read the manual. 
Service only allowed on components not under voltage or vacuum. 

3 Ambient temperature limits. 
4 Warning electricity (isolate before opening). 
5 Read the manual, manual provided electronic. 
6 Local control/LAN control (see section Pump controller operation). 
7 Manual drain. 
8 Read instructions in the manual how to lift the unit 
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8 Problem solving 

 
8.1 Introduction and warnings 

 

 
 

All precautions of chapter Safety precautions during maintenance or repair and Maintenance 
warnings apply when attempting to remedy faults. 

 
 

8.2 Faults and remedies 
 
Drive 

 

Component Condition Potential cause of the fault Remedy 
Motor Motor does 

not rotate 
• Defect of motor 
• Impeller or motor mechanically 

blocked 

• Check motor connections 
• Check for obstructions in 

the housing 

Motor can rotate, but 
stops during startup 
process 

• Protection active 
• Voltage interruption 
• Voltage too low 
• Load too high 
• Supply phase missing 
• Earth fault 
• Short circuit 

• Check motor connections 
• Check software 
• Check supply 

Motor rotates in 
reverse 
direction (after 

Motor phases connected in wrong 
order 

Switch 2 phases 

Motor runs too slow • Load too high 
• Supply phase interrupted 
• Wear 
• Back pressure rise (oil 

separator saturation) 

• Check motor connections 
• Replace oil separator 
• Replace defective 

components (contact 
Beaconmedaes) 

Motor runs too fast Wrong frequency Check frequency of supply voltage 
and frequency of mVAC 

Motor 
runs 
irregularly 

• Bearing defect 
• Winding defect 
• Wire loose 

• Check motor connections 
• Replace worn parts 

(contact Beaconmedaes) 

Motor speed 
decreases over time 

Back pressure rise (oil separator 
saturation) 

• Replace oil separator 
• Replace defective 

components (contact 
Beaconmedaes) 

Motor draws too 
high current or 
even trips on 
overload. 

Clogged or saturated oil 
separator filters 
Too high back pressure in the 
outlet piping 

Replace oil separator and 
investigate reason for 
clogging. Check size of outlet 
piping. 

 

For location and names of components, refer to the previous chapters. Item numbers of 
spare parts needed to remedy problems can be found in the spare part list. 
If not, please contact your Beaconmedaes Customer Centre. 
 
When a remedy corresponds to a procedure specifically explained in chapter 
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Component Condition Potential cause of the fault Remedy 
Encasing Holes exposing 

moving parts 
• Supplier fault 
• Hole exposed during 

operation/maintenance 

Cover hole (contact 
Beaconmedaes) 
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Pump 
 

Component Condition Potential cause of the fault Remedy 
Pump Pump does 

not rotate 
• Rotor blocked 
• Coupling defect 

Check for obstructions in 
the housing 

Pump 
vane(s) 
broken 

• Wear/damage 
• Start-up with too much oil 
• Wrong oil type 
• Dirt intrusion in pump 

• Check sight glass for too much 
oil 

• Check inlet screen 
• Replace defective 

components (contact 
Beaconmedaes) 

Pump 
runs 
irregularly 

• Wear/damage 
• Too high pressure ratio 
• Debris in the pump inlet 

• Replace oil separator 
• Replace defective 

components (contact 
Beaconmedaes) 

• Check inlet screen 

Pump starts in 
reverse 

Motor phases connected in wrong 
order 

Switch 2 phases 

Pump starts in 
reverse rotation 
when there is no 
voltage on 
motor 

• Back pressure at the outlet 
• Non-return valve defective 

• Check non-return valve 
• Check back-pressure (to be 

< 60 mbar(e)) 
• Replace worn parts 

Pump gives 
insufficient or 
varying air 
flow 

• Wear/damage 
• Debris in the inlet pipe 
• Inlet filter clogged 
• Debris in the inlet of the pump 

• Cleaning of piping 
• Replace filters 
• Replace defective 

components (contact 
Beaconmedaes) 

Pumps' 
temperature limit 
exceeded 

• Wear/damage 
• Debris in the inlet pipe 
• Inlet filter clogged 
• Debris in the inlet of the pump 

(inlet filter ruptured) 
• Too much back pressure 
• Too high ambient temp 
• Oil level too low 
• Wrong oil used 

• Check ambient 
temperature (to be < 40 °C) 

• Cleaning of piping 
• Check back-pressure (to be 

< 60 mbar(e)) 
• Check current on A-meter 
• Replace defective 

components (contact 
Beaconmedaes) 

• Check oil sight glass 
• Replace oil 
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Component Condition Potential cause of the fault Remedy 
Oil Pump has no oil • Forgot to fill 

• Oil depleted through inlet (non- 
return valve failed) 

• Oil depleted through outlet (oil 
separator ruptured/saturated) 

• Leak in oil circuit 

• Check oil level in sight glass 
• Check oil circuit 
• Fill oil 
• Consider oil level switch option 

Oil level too low • Insufficient quantity filled 
• Oil depleted through inlet (non- 

return valve failed) 
• Oil depleted through outlet 
• Leak in oil circuit 

• Check oil level in sight glass 
• Check oil circuit 
• Add oil 
• Consider oil level switch option 

Oil level too high • Overfilling 
• Sucking in oil from other pump 

due to defective non-return 
valve 

• Check sight glass 
• Replace non-return valves, 

starting by checking pump with 
least oil 

Non-
return 
valve 

Non-return 
valve does not 
close 
(partial/complet

Mechanical defect • Check non-return valve 
• Replace worn parts 

Non-return 
valve does not 
open 
(partial/complet

Mechanical defect • Check non-return valve 
• Replace worn parts 

Screen 
(inlet filter 
mesh) 

Inlet screen does 
not block 
particles 

Screen ruptured / badly assembled 
• Bacteria filters ruptured 
• Components coming loose 

from mVAC piping system 

• Check screen 
• Check inlet filters 
• Replace worn parts 

(contact Beaconmedaes) 
• Check/clean piping 

 Inlet screen blocks 
flow (partial/ 
complete 
blocking) 

Clogged 
• Bacteria filters ruptured 
• Components coming loose 

from mVAC piping system 

• Check screen 
• Check inlet filters 
• Replace worn parts 
• Check/clean piping 

 
 

Vacuum inlet system 
 

Component Condition Potential cause of the fault Remedy 
Bacterial 
filter element 

 
 
 
 

Filter does not 
filter or filters 
insufficiently 

• Wrong assembly/service of 
filter element 

• Filter ruptured 

• Check filter 
• Replace filter 

No or little 
passage of air 
through filter 

• Filter element contaminated 
• Filter blocked 

• Check filter 
• Replace filter 
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Component Condition Potential cause of the fault Remedy 
Connection 
pipes/hoses 
from inlet 
pipe to 
pumps 

Transport of air 
obstructed or 
constricted in 
the piping/hoses 

External/loose internal particles/oil Check/clean piping 

Rupture in 
the 
piping/hoses 

• Vibrations 
• Corrosion 
• Ageing 
• Shorter bend than specified 
• Contact of hose 

• Check bending 
radius/contact of hoses 

• Replace defective parts 

Leakage in 
the 
piping/hoses 

Bad assembly of connections • Check connections 
• Replace defective parts 

Oil is visible in 
a hose 

A non-return valve is broken • Check non-return valves, 
starting by pump with least 
oil 

• Replace non-return valve 
if f ti l 

 

Outlet system 
 

Component Condition Potential cause of the fault Remedy 
Connection 
pipes/hoses 
from outlet 
pumps to 
piping 
network 

Transport of air 
obstructed or 
constricted in 
the exhaust 
piping/ hoses 

External/loose internal particles / 
oil 

• Check/clean piping 
• Empty/replace drain flask 

Rupture in the 
exhaust 
piping/ hoses 

• Vibrations 
• Ageing 
• Shorter bend than specified 
• Contact of hose 

• Check bending radius / contact 
of hoses 

• Replace worn parts 

Leakage in the 
exhaust 
piping/ hoses 

Bad assembly of connections • Check connections 
• Replace worn parts 
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Auxiliaries 
 

Component Condition Potential cause of the fault Remedy 
Drain 
flask 
(filters) 

Drain flask broken • Construction fault 
• Transport damage 
• Installation damage 
• Maintenance damage 

• Check for cracks/leaks 
after handling 

• Replace defective parts 

Drain flask full Regular check not performed • Regular checks 
• Empty/replace drain flask 

Vessel Vessel buffers 
less than designed 

• (Partial) obstruction 
• Condensate/oil buildup 

in vessel 

• Regular check of vessel 
drain flask 

• Empty/replace drain flask 
Oil is present in 
the vessel 

A non-return valve is broken • Check non-return valves, 
starting by pump with least 
oil 
R l th d f ti l 

 

Frame 
 

Component Condition Potential cause of the fault Remedy 
Frame 

 
 
 
 
 

Frame gives 
insufficient 
support 

• Overload and/or deformation 
of frame because of 
mechanical causes 

• Loose bolts 
• Incorrect positioning 

Contact Beaconmedaes 
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Measurement system 
 

Component Condition Potential cause of the fault Remedy 
Line 
pressure 
sensor 

Line pressure 
sensor: 
malfunctionin

Mechanical defect Replace defective components 
(contact Beaconmedaes) 

Line pressure 
sensor: no 
measurement 
(error signal) 

• Electrical connection of sensor 
(internal or external) 
interrupted 

• Mechanical damage (too high 
mounting torque) 

• Connection plugs not 
connected 

• Crack because of vibration or 
incorrect mounting 

• Sensor internally defect 
• No supply voltage 

• Check electrical connections 
• Check sensor 

Line pressure 
sensor: 
measurement too 
low (e.g. 
measures 
-620 instead of true 
-600 mbar) 

• Condense on connection 
plugs 

• Faulty supply signal 
• Clogging or contamination 
• Sensor internally defect 
• Deviation due to ageing 
• Deviation due to incorrect 

production 

• Check sensor 
• Replace defective 

components (contact 
Beaconmedaes) 

Line pressure 
sensor: 
measurement too 
high (e.g. 
measures 
-580 instead of true 
-600 mbar) 

• Condense on connection 
plugs 

• Faulty supply signal 
• Clogging or contamination 
• Sensor internally defect 
• Deviation due to ageing 
• Deviation due to incorrect 

production 

If difference with true 
pressure surpasses 40 mbar: 
• Check sensor 
• Replace defective 

components (contact 
Beaconmedaes) 
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Component Condition Potential cause of the fault Remedy 
Overall 
pump 
pressure 
sensor 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Overall pump 
pressure 
sensor (after 
filters) : 
malfunctioning 

Mechanical defect Replace defective components 
(contact Beaconmedaes) 

Overall pump 
pressure sensor 
(after filters) : no 
measurement 
(zero- signal) 

• Electrical connection of sensor 
(internal or external) 
interrupted 

• Mechanical damage (too high 
mounting torque) 

• Connection plugs not 
connected 

• Crack because of vibration or 
incorrect mounting 

• Sensor internally defect 
• No supply voltage 

• Check electrical connections 
• Check sensor 

Overall pump 
pressure sensor 
(after filters) : 
measurement too 
low (e.g. 
measures 
-630 instead of -
600 mbar) 

• Condense on connection 
plugs 

• Faulty supply signal 
• Clogging or contamination 
• Sensor internally defect 
• Deviation due to aging 
• Deviation due to incorrect 

production 

If difference with true 
pressure surpasses 40 mbar: 
• Check sensor 
• Replace defective 

components (contact 
Beaconmedaes) 

Overall pump 
pressure sensor 
(after filters): 
measurement too 
high (e.g. 
measures 
-570 instead of -
600 mbar) 

• Condense on connection 
plugs 

• Faulty supply signal 
• Clogging or contamination 
• Sensor internally defect 
• Deviation due to ageing 
• Deviation due to incorrect 

production 

Allowed situation within limits. 
If difference with true pressure 
surpasses 40 mbar: 
• Check sensor 
• Replace defective 

components (contact 
Beaconmedaes) 
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Component Condition Potential cause of the fault Remedy 
Single 
Pump 
Pressure 
sensor 

Pressure sensor per 
pump: 
malfunctioning 

Mechanical defect Replace defective components 
(contact Beaconmedaes) 

Pressure sensor per 
pump: no 
measurement 
(zero- signal) 

• Electrical connection of sensor 
(internal or external) 
interrupted 

• Mechanical damage (too high 
mounting torque) 

• Connection plugs not 
connected 

• Crack because of vibration or 
incorrect mounting 

• Sensor internally defect 
• No supply voltage 

• Check electrical connections 
• Check sensor 

Pressure sensor per 
pump: 
measurement 
too low 

• Condense on connection 
plugs 

• Faulty supply signal 
• Clogging or contamination 
• Sensor internally defect 
• Deviation due to aging 
• Deviation due to incorrect 

production 

If difference with true 
pressure surpasses 40 mbar: 
• Check sensor 
• Replace defective 

components (contact 
Beaconmedaes) 

Pressure sensor per 
pump: 
measurement 
too high 

• Condense on connection 
plugs 

• Faulty supply signal 
• Clogging or contamination 
• Sensor internally defect 
• Deviation due to ageing 
• Deviation due to incorrect 

production 

Allowed situation within limits. 
If difference with true pressure 
surpasses 40 mbar: 
• Check sensor 
• Replace defective 

components (contact 
Beaconmedaes) 

Single 
Pump 
Pressure 
switch 
(FTGOL) 

FTGOL switch per 
pump: gives status 
"No vacuum" 
when vacuum is 
demanded from 
pump 

• Pump defect 
• Switch defect / wrong setting 
• Doesn't open 
• Wires short-circuited 

• Check pump (e.g. 
JOG function) 

• Check switch / setting 
• Check electrical 

cables/ connections 
• Replace defective 

components (contact 
Beaconmedaes) 

FTGOL switch per 
pump: gives 
status "Vacuum" 
when vacuum isn't 
demanded from 
pump 

• Non-return valve defect: 
doesn't close 

• Wrong switch setting: doesn't 
close 

• Wire/connection broken 
• Vanes block off back-flow 

• Check the non return valve 
• Check switch / setting 
• Check electrical 

cables/ connections 
• Replace defective 

components (contact 
Beaconmedaes) 
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Control and Regulation System 
 

Component Condition Potential cause of the fault Remedy 
Central 
control 
module (ES- 
VAC) 

Central 
controller: doesn't 
read in pressures 

Software fault Re-download software 

Central 
controller: doesn't 
read in (correct) 
Slave states 

Software fault Re-download software 

Central 
controller: 
software too slow 

Software fault Re-download software 

Central controller: 
doesn't produce 
run queue 

Software fault Re-download software 

Central 
controller: doesn't 

  

Central controller: 
gives out "Run" 
command too slowly 

Software fault Re-download software 

Central controller: 
gives out "Not Run" 
command too slowly 

• Software fault 
• Connection fault between ES- 

VAC and hospital control room 
display 

• Re-download software 
• Check connection between 

ES-VAC and hospital 
control room display 

Central 
controller: doesn't 
issue alarm(s) 
while it should 

Software fault Re-download software 

Central controller: 
doesn't issue 
service 
warning(s) while it 

Software fault Re-download software 

Pump 
module (unit 
controller) 

 
 
 

Pump 
controller: 
doesn't read in 

Software fault Re-download software 

Pump 
controller: 
doesn't operate 

• Software fault 
• Communication fault to motor 

(/cable disconnected) 

• Re-download software 
• Check cable connections 
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Auxiliary Electrical components 
 

Component Condition Potential cause of the fault Remedy 
Cubicle Cubicle: does 

not comply with 
IP54 

• Insufficient sealing 
• Holes in cubicle 
• Cable glands not closed 
• Locks defect 
• Cubicle ruptured mechanically 

• After handling, check 
sealing/ cracks/holes 

• Replace 
defective 
components 

Cubicle: 
insufficient 
protection 

• Door open 
• Locks defect 
• Cubicle under voltage 
• <<Finger proof>> protections 

removed 

• After handling, check 
sealing/ cracks/holes 

• Replace defective 
components (contact 
Beaconmedaes) 

Power 
supply cable 
of drive 
motor 

• No voltage 
to motor 

• Inadequate 
current 
allowed 
through 

• Supply problem 
• Broken cables 
• High contact resistance 
• Power cable mechanically 

damaged 

• Check Elektronikon module 
(/ LED)/A-meter 

• Check cables/connections 
• Replace defective 

components (contact 
Beaconmedaes) 

• Restore power 

Insufficient or 
no insulation 

Insulation is damaged • Check cables/connections 
• Replace defective 

components (contact 
Beaconmedaes) 

Fuses Fuse opens too 
late or not at all 

• (Re)placed by wrong size • Check fuse specification/state 
• Replace defective 

components (contact 
Beaconmedaes) 

Fuse opens 
too soon 

• (Re)placed by wrong size • Check fuse specification/state 
• Replace defective 

components (contact 
Beaconmedaes) 

Transformer • Gives 
no 
voltage 

• Gives the wrong 
voltage to the 
line circuit 

• Faulty transformer 
• Loose connections 
• No main power voltage 
• Wrong connections 
• Wrong replacement 

• Check Elektronikon module 
(/ LED)/A-meter 

• Check cables/connections 
• Replace defective 

components (contact 
Beaconmedaes) 

• Incomplete 
insulation 
between 
primary and 
secondary 
windings 

• Gives the 
primary voltage 
to the line 
circuit 

Faulty insulation of the transformer • Check cables/connections 
• Replace defective 

components (contact 
Beaconmedaes) 
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Component Condition Potential cause of the fault Remedy 
Electrical 
connection
s 

Electrical 
connection 
broken 

• Faulty connection 
• Connection came loose 

• Check Elektronikon module 
(/ LED)/A-meter 

• Check cables/connections 
• Replace defective 

components (contact 
Beaconmedaes) 

Insufficient or 
no Insulation 

Faulty insulation • Check cables/connections 
• Replace defective 

components (contact 
Beaconmedaes) 

LAN/Loca
l switch 

LAN/Local 
switch: does not 
open 

• Faulty button 
• Faulty control module 
• Bad wire connections 

• Check button orientation 
with regard to label 

• Check connections 

LAN/Local 
switch: does not 
close 

• Faulty button 
• Faulty control module 
• Bad wire connections 

• Check button orientation 
with regard to label 

• Check connections 

Oil level switch 
(option) 

Doesn't indicate 
when oil level is 
too low 

• Wrong assembly 
• Wrong switch 
• Switch fault 
• Short circuit 

• Check orientation 
• Check switch 
• Replace defective 

components (contact 
Beaconmedaes) 

Indicates too low 
level while level 
is O.K. 

• Level switch is installed as 
<<Rise to open>> instead 
of<<Fall to open>> 

• Broken wire 

• Check orientation 
• Check switch 
• Replace defective 

components (contact 
Beaconmedaes) 

A-meter Does not 
indicate (correct) 
current 

• Faulty connection 
• Faulty component 

• Check in test procedure 
• Check connections 
• Replace defective 

components (contact 
Beaconmedaes) 

Main switch Does not connect Contactor is blocked open • Check contactor 
• Replace defective 

components (contact 
Beaconmedaes) 

Does not disconnect Contactor is blocked closed • Check contactor 
• Replace defective 

components (contact 
Beaconmedaes) 

Door can be opened Lock does not work Check during test and 
commissioning and regularly 
(e.g. during servicing) 

Power supply 
cable ES-VAC 

No/inadequat
e power 

• Supply problem 
• Broken cables 
• High contact resistance 
• Power cable mechanically 

damaged 

• Check Elektronikon module 
(/ LED)/A-meter 

• Check cables/connections 
• Replace defective 

components (contact 
Beaconmedaes) 



 
Instruction book 

 

70  

 

 
Component Condition Potential cause of the fault Remedy 
Earthing Earthing of 

hoses broken 
• Badly connected during 

production 
• Connection broken during 

production 

Check during test and 
commissioning and regularly 
(e.g. during servicing) 

 
 

Instruction book, labels and plates 
 

Component Condition Potential cause of the fault Remedy 
Instruction 
book 

• Not present or 
not clearly 
readable 

• No clear 
instructions and/ 
or explanations 

• Soiled 
• Not delivered 
• Disappeared 
• Bad copy or translation 

Replace (contact Beaconmedaes) 

Rotation 
indicators for 
motor 

Missing or 
flipped direction 

• Not present 
• Not readable or hard to read 
• Applied in flipped direction at 

supplier 
• Soiled 
• Covered 

• Adjust 
• Clean 
• Replace 

Electrocution 
warning label 

Live 
components are 
not identified 

• Not present 
• Not readable or hard to read 
• Not in the correct location 
• Soiled 
• Covered 

• Adjust 
• Clean 
• Replace 

Automatic 
operation LED 

LED not lit: people 
are not 
adequately 
warned 

• Failed internal electrical 
connection 

• Soiled 
• Covered 

Re-download software 

Service 
diagram 

No explanation of 
electrical 
components 
and/or wiring 

• Not present 
• Not readable or hard to read 

Replace (contact Beaconmedaes) 

Warning 
sticker 

No warning • Not present 
• Not readable or hard to read 
• Not in the correct location 
• Soiled 
• Covered 

• Clean 
• Replace 

Data label No/wrong/ 
incomplete 
informatio
n 

• Not present 
• Not readable or hard to read 
• Not in the correct location 
• Soiled 
• Covered 

• Clean 
• Replace 

Number 
indication 
label 

No information • Not present 
• Not readable or hard to read 
• Not in the correct location 
• Soiled 
• Covered 

• Clean 
• Replace 
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9 Technical data 

 
9.1 Electric cable size 

 
Important warning 

 

 
 
 

 
Supply Cables calculation IEC 

For IEC designed control panels, the below suggested cable sections are calculated according 
to IEC 60364-5-52 electrical installations of buildings, part 5: selection and erection Equipment, 
section 52: current carrying capacities in wiring systems. 

 

 
 

 
 

Method B2 
Ambient temp. 30° C Ambient temp. 40° C Ambient temp. 45° C 
Curren
t (A) 

Cable size 
mm² 

Curren
t (A) 

Cable size 
mm² 

Current 
(A) 

Cable 
size mm² 

<15 1,5 <13 1,5 <12 1,5 
<20 2,5 <17 2,5 <16 2,5 
<27 4 <23 4 <21 4 

 
Installation methods of table A.52-1 

B2 
Multi-core cable in conduit on a wooden wall. 

Table A.52-4 (52-C3) - Current-carrying capacities in Amperes for methods of installation in table A. 
52-1 (52-B1) - 

PVC insulation / three loaded conductors / copper. 
Conductor temperature: 70° C / Ambient temperature: 30° C in air, 20° C in ground. 

Temp conversion for 30° C, 40° C and 45° C. 

 

• The voltage on the terminals of the pump controller cabinets must not deviate more 
than 10% of the nominal voltage (for the 50 Hz variants) (5 % for the 60 Hz variants). 
It is however highly recommended to keep the voltage drop over the supply cables at 
nominal current below 5 % of the nominal voltage (IEC 60204-1). 
If cables are grouped together with other power cables, it may be necessary to use 
cables of a larger size than those calculated for the standard operating conditions. 

• Use the original cable entry. See section Dimension drawings. 
• Local regulations remain applicable if they are stricter than the values proposed below. 

To preserve the protection degree of the electric cubicle and to protect its components 
from dust from the environment, it is mandatory to use a proper cable gland when 
connecting the supply cable to the cubicle. 
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Method C 
Ambient temp. 30° C Ambient temp. 40° C Ambient temp. 45° C 
Curren
t (A) 

Cable size 
mm² 

Curren
t (A) 

Cable size 
mm² 

Current 
(A) 

Cable 
size mm² 

<17 1,5 <15 1,5 <14 1,5 
<24 2,5 <21 2,5 <19 2,5 
<32 4 <28 4 <25 4 

 
 
 

9.2 Fuse values 
Fuse calculations for IEC are done according to IEC 60364-4-43 - electrical installations of 
buildings, part 4: protection for safety, section 43: protection against overcurrent. Fuse sizes are 
calculated in order to protect against short circuit. 

The mVAC cubicles are foreseen with fuses and a main switch per pump, but it is recommended to 
also install fuses in the supply lines and a general main switch. Fuse type is recommended. 

The cubicles are also foreseen with an overload protection. The overload value is given here for 
information purposes. 

 

 Voltage Freq. Approval Current (1) Main fuses 
(2) 

Overload 
relay (3) 

 (V) (Hz)  (A) (A) (A) 
MVS 40 380 50Hz IEC 2.7 12 3.0 

MVS 40 380 60Hz IEC 3 12 3.3 

MVS 65 380 50Hz IEC 3.7 12 4.1 

MVS 65 380 60Hz IEC 4 12 4.4 

MVS 100 380 50Hz IEC 4.55 12 5.0 

MVS 100 380 60Hz IEC 7.05 12 7.8 

MVS 220 380 50HZ IEC 10.0 12 11.0 

MVS 220 380 60HZ IEC 10.8 12 11.9 

MVS 300 380 50Hz IEC 11.5 25 12.7 

MVS 300 380 60Hz IEC 12.6 25 13.9 
 

Remarks : 

(1): Nominal motor current 

(2): Maximal fuse size (IEC class gL/gG) - to be installed by customer - see F0’ (and F10) on 

service diagram (3): see F21 on service diagram 

9.3 Reference conditions and limitations 

 
Installation methods of table A.52-1 

C 
Single core or multi core cable on a wooden wall. 
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Reference conditions 

 

Condition Unit Value 
Inlet pressure mbar(e) -600 
Atmospheric pressure mbar(a) 1013 
Pressure drop bacteria filter mbar 30 
Exhaust back pressure mbar 0 
Air inlet temperature °C 20 
Ambient temperature °C 20 
Oil type   PAO oil 

 
 

Limitations for operation 
 

Condition Unit Value 
Maximum atmospheric pressure mbar(a) 1040 
Minimum atmospheric pressure mbar(a) 700 
Maximum ambient temperature * °C 40 
Minimum ambient temperature °C 1 
Maximum inlet temperature °C 40 
Minimum inlet temperature °C 1 
Minimum pump inlet pressure mbar(e) -980 
Maximum exhaust back pressure mbar 60 
Minimum exhaust back pressure mbar 0 
Maximum pressure drop bacteria filter mbar 100 

            Humidity range is 30% -70%. 
Remark: To obtain pressure values in mmHg instead of mbar, multiply by 0.75. 

 

* To guarantee service intervals as stated in chapter Checks and intervals, it is recommended to 
use PAO oil if the average ambient temperature exceeds 30 °C. 

 
 

9.4 Performance data 
At the reference conditions described in the previous paragraph, the following performance data 
are given with a tolerance of 10%. FAA stands for the Free Air Aspiration in terms of mass 
through-put. FAA and volumetric flow rate are measured according to  ISO 5167 / ISO 21360 / ISO 
1607-1. The sound pressure level is measured as the maximum free field noise level at 1 m 
distance from the pump according to ISO 2151 /DIN 45635. 
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HTM 02-01 50 Hz 
 
 
Device type Unit 270 360 500 730 1000 1220 2500 3500 5000 5250 7000 

FAA l/min 270 360 500 730 1000 1220 2500 3500 5000 5250 7000 

Volume flow rate m³/h 
43 58 80 117 160 195 400 560 800 840 1120 

Nominal power per pump kW 
1.1 1.5 1.1 1.5 

 
4.5 2.2 

 
4.5 5.5 

 
4.5 5.5 5.5 

Sound pressure per pump db(A) 58 60 58 60 69 61 69 72 69 72 72 

 

HTM 02-01 60 Hz 

Device type Unit 330 440 500 660 880 1000 1460 2750 3000 4000 6000 8000 

FAA l/min 330 440 500 660 880 1000 1460 2750 3000 4000 6000 8000 

Volume flow rate m³/h 53 70 80 106 141 160 234 440 480 640 960 1280 

Nominal power per 
pump 

kW 
1.5 1.8 3.5 1.5 1.8 5.5 3.5 5.5 5.5 6.6 5.5/6.6 6.6 

Sound pressure per 
pump 

db(A) 
60 64 64 60 64 73 64 73 73 76 73/76 76 

HTM 2022 50 Hz 

mVAC type Unit 270 360 500 730 1000 1220 2000 2500 3500 3750 5000 5250 7000 8000 
FAA l/min 270 360 500 730 1000 1220 2000 2500 3500 3750 5000 5250 7000 8000 
Volume flow 
rate 

m³/h 43 58 80 117 160 195 320 400 560 600 800 840 1120 1280 

Nominal 
power per 
pump

kW 
1.1 1.5 1.1 1.5 2.2 2.2 4.5 4.5 5.5 4.5 4.5 5.5 5.5 5.5 

Sound 
pressure per 
pump 

db(A
) 58 60 58 60 61 61 69 69 72 69 69 72 72 72 

 
 

HTM 2022 60 Hz 
 

 
mVAC type Unit 330 440 500 730 880 1000  1460 3000 4000 6000 6370 8500 

FAA l/min 330 440 500 730 880 1000 1460 3000 4000 6000 6370 8500 

Volume 
flow rate 

m³/h 
53 70 80 117 141 160 234 480 640 960 1019 1360 

Nominal 
power per 
pump 

 
kW 1.5 1.8 1.5 3.5 1.8 3.5 3.5 5.5 5.5 5.5 6.3 6.3 

Sound 
pressure 
per pump 

 
db(A) 58 60 60 61 60 64 64 73 73 73 76 76 

 

Altitude corrections 

These performance data apply for the reference condition of 1013 mbar atmospheric pressure. When the 
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mVAC is installed at an altitude where the average atmospheric pressure is lower (e.g. more than 50 m 
above level), the following derating table must be used. Multiply the required hospital flow rate by the 
altitude derating factor to obtain the flow rate which will be used to size the plant. 

Interpolate as required, or use the calculation tool. Contact Beaconmedaes. 
 

Altitude (m) Atmospheric pressure (mbar) Flow rate derating factor (-) 

        50 1007 1 
       500 955 1.09 

1000 900 1.19 
1500 846 1.3 
2000 795 1.42 

 

Also the cut-in and cut-out settings need to be adjusted in the central controller software (see: 
Central controller operation) according to the following table. 

 

Altitude (m) Atmospheric pressure (mbar) Cut-in (mbar) Cut-out (mbar) 

50 1007 -670 -870 
500 955 -670 -850 

    1000 900 -670 -800 
    1500 846 -670 -740 
    2000 795 -630 -690 

 
 
 

9.5 Design data 
 
mVAC HTM 02-01 

 

50 Hz mVAC 270 360 500 730 1000 1220 2500 3500 5000 5250 7000 

60 Hz mVAC 330 440 660 880 1000 1460 3000 4000 - 6000 8000 

Pump type MVS 40 65 40 65 220 100 220 300 220 300 300 

Number 
of pumps 

 
3 4 4 4 3 4 4 6 6 6 3 

Oil 
capacity 

l 1.0 2.0 1.0 2.0 7.5 2.0 7.5 8.5-
11.5 

7.5 8.5-
11.5 

8.5-
11.5 

Weight 
per pump 

kg 45 52 45 52 180 93 180 224 180 224 224 
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mVAC HTM 2022 
 

50 Hz mVAC 270 360 500 730 1000 1220 2000 2500 3500 3750 5000 5250 7000 8000

60 Hz mVAC 330 440 500 880 1000 1460 - 3000 - 4000 6000 6370 8500 - 

Pump 
type MVS 40 65 40 65 100 100 220 220 300 220 220 300 300 300 

Numb
er of 
pumps 

 2 2 3 3 3 3 3 3 4 4 5 4 5 6 

Oil 
capacit
y per 
pump 

l 

1.0 2.0 1.0 2.0 2.0 2.0 7.5 7.5 
8.5-
11.5 

7.5 7.5 
8.5-
11.5 

8.5-
11.5 

8.5-
11.5 

Weight 
per 
pump 

kg 45 52 45 52
 

93 93 180 180 224 180 180 224 224 224 
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10 Usability 
 
Intended use 

1. Description 
The mVAC plant provides a source of vacuum (suction) for a variety of applications in the 
hospital, mainly in operating theatres, intensive care, emergency and respirology units. 
Specific applications include: 
• Wound drainage 
• Assisted wound closure 
• Chest and lung drainage 
• Removal of excess blood during surgery 
• Collection of other bodily fluids 
• Gastric emptying 
• Cleaning endotracheal tubes 
• Liposuction (lipoplasty) 

2. mVAC application specification 
• Medical purpose 

1. To provide vacuum (suction) for a variety of applications in the hospital, mainly in 
operating theatres, intensive care, emergency and respirology units 

2. Condition(s) or disease(s) to be screened, monitored, treated or diagnosed: none 
• Patient population 

1. Age: newborn to geriatric 
2. Weight: not relevant 
3. Health: not relevant 
4. Nationality: multiple 
5. Patient state: 

• Patient is operator: patient is never intended to be the operator 
• Patient is not operator: default case 

• Part of the body or type of tissue applied or interacted with 
Direct contact is not foreseen, the device connects to the patient via a transport piping 
system. 

• Intended operator 
1. Education: 

• minimum: At least 21 years old, high school or equivalent. 
• maximum: none 

2. Knowledge: 
• minimum: Can read and understand westernized Arabic numerals. Basic technical 

knowledge and software understanding required. 
• maximum: none 

3. Language understanding: Language of the instruction book and preferably also English 
4. Experience: 

• minimum: no special experience necessary 
• maximum: none 

5. Permissible impairments: Mild reading vision impairment or vision corrected to log MAR 
0,2 (6/10 or 20/32), at least one arm/hand capable of guiding device, average degree of 
ageing-related short term memory impairment. 

• Applications 
1. Environment: 

• general: plant room in a hospital 
• conditions of visibility: well lit room 
• physical: 1 to 40 °C 

2. frequency of use: every day intermittently or continuously 
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3. mobility: stationary device 

 
Primary operating functions 

1. Critical 
functions : 
Switching On 
Maintenance 

2. Frequent functions : 
None 

 
Risk analysis 

 
1. Intended 

use: See 
above 

2. Operator Profile: 
See above: Intended operator 

3. Things that could go wrong: 
Sources: literature, complaint file, sales force, nursing experts, risk analysis. 
a. During normal use: See: Faults and remedies e.g. loss of vacuum 
b. Use errors: Misuse / no or wrong maintenance 
c. Environment: 

• above 40 °C 
• below 1 °C 

d. Patient: not applicable 
e. Reading: not applicable 
f. Hygiene: not applicable 
g. Application: outside of operating room 

4. Task 
requirements: 
Maintenance 

5. The context of use: 
See above: Applications 

6. Information on Hazards known for existing similar 
device: Included in Things that could go wrong. 

7. Resulting Hazards: 
See Installation warnings and Maintenance warnings. 

8. Preliminary review of the Operator-Equipment interface 
concept: According to design process. 
Conclusion: no issue. 

 
Use scenarios 

Worst case scenarios to provide a basis for validation with <<Patient = Operator>> is not 
applicable. 

- Patient is never intended to be the operator. 

1. Operator actions related to primary operating 
functions: See operation user guide 

2. Operator-Equipment interface requirements for the primary operating 
functions: According to design process. 

3. Operator-Equipment interface requirements for those use scenarios that are frequent or 
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related to basic safety or essential performance: 
According to design process. 



 
Instruction book 

 

80  

11 Appendix 
 

 
11.1 Declaration of contamination status 

 

From (consigner): 
Address 

To (consignee): 
Address 

  
  
Reference 
Emergency 

Reference 

 

Type of Equipment 

Manufacturer 

Description of Equipment 

Other identifying marks 

Model No. 

Serial No. 

Fault 
 

Is the item contaminated ? Yes * 
 

 

No 
 

 

Don't know 
 

 
* State type of contamination: blood, body fluids, respired gases, pathological samples, chemicals (including 
cytotoxic drugs), radioactive material or any other hazard 
Has the item been decontaminated ? Yes + 

 

 

No ++ 
 

 

Don't know 
 

 
+ What method of decontamination has been used ? Please provide details 
Cleaning : 
Disinfection : 
Sterilisation : 
++ Please explain why the item has not been decontaminated ? 

 
 

 

Contaminated items should not be returned without prior agreement of the recipient 
 

This item has been prepared to ensure safe handling and transportation : 
Name Position 
Signature 
Date Tel. 
  

  



 
Instruction book 

 

81  

11.2 Product model list 
 

Model Type 

MVAC7000HMV-0201-300-WMED 

Frame Mounted 

mVAC5250PMV-0201-300-WMED 

mVAC3500QMV-0201-300-WMED 

mVAC1220QMV-0201-100-WMED 

mVAC730QMV-0201-65-WMED 

mVAC500QMV-0201-40-WMED 

mVAC360TMV-0201-65-WMED 

mVAC270TMV-0201-40-WMED 

mVAC1220TMV-2022-100-WMED 

mVAC5250QMV-2022-300-WMED 

mVAC7000PMV-2022-300-WMED 

MVAC8000HMV-2022-300-WMED 

mVAC1460TMV-2022-100-WMKD 

mVAC6370QMV-2022-300-WMKD 

mVAC8500PMV-2022-300-WMKD 

mVAC440TMV-0201-65-WMKD 

mVAC330TMV-0201-40-WMKD 

mVAC4000QMV-0201-300-WMKD 

mVAC1460QMV-0201-100-WMKD 

mVAC830QMV-0201-65-WMKD 

mVAC660QMV-0201-40-WMKD 

mVAC6000PMV-0201-300-WMKD 

mVAC8000HMV-0201-300-WMKD 

mVAC7000HMN-0201-300-WMED 

mVAC5250PMN-0201-300-WMED 

mVAC3500QMN-0201-300-WMED 

MVAC1220QMN-0201-100-WMED 

mVAC730QMN-0201-65-WMED 

MVAC500QMN-0201-40-WMED 

mVAC360TMN-0201-65-WMED 

mVAC270TMN-0201-40-WMED 

MVAC7000HFV-0201-300-WMED 

Floor mounted 

MVAC5250PFV-0201-300-WMED 

MVAC3500QFV-0201-300-WMED 

MVAC1220QFV-0201-100-WMED 

MVAC730QFV-0201-65-WMED 

MVAC500QFV-0201-40-WMED 

MVAC360TFV-0201-65-WMED 

MVAC270TFV-0201-40-WMED 

MVAC1220TFV-2022-100-WMED 

MVAC5250QFV-2022-300-WMED 

MVAC7000PFV-2022-300-WMED 

MVAC8000HFV-2022-300-WMED 
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MVAC1460TFV-2022-100-WMKD 

MVAC6370QFV-2022-300-WMKD 

MVAC8500PFV-2022-300-WMKD 

MVAC440TFV-0201-65-WMKD 

MVAC330TFV-0201-40-WMKD 

MVAC4000QFV-0201-300-WMKD 

MVAC1460QFV-0201-100-WMKD 

MVAC830QFV-0201-65-WMKD 

MVAC660QFV-0201-40-WMKD 

MVAC6000PFV-0201-300-WMKD 

MVAC8000HFV-0201-300-WMKD 

MVAC360TTH-0201-65-WMED 

Tank mounted 

MVAC500TTH-0201-100-WMED 

MVAC270DTH-2022-40-WMED 

MVAC500TTH-2022-40-WMED 

MVAC730TTH-2022-65-WMED 

MVAC1000TTH-2022-100-WMED 

MVAC330TTH-0201-40-WMKD 

MVAC440TTH-0201-65-WMKD 

MVAC500TTH-0201-100-WMKD 

MVAC330DTH-2022-40-WMKD 

MVAC500TTH-2022-40-WMKD 

MVAC1000TTH-2022-100-WMKD 

MVAC1000TTH-2022-300-WMED 

MVAC8000HMN-2022-300-WMED 

Frame Mounted 
MVAC7000PMN-2022-300-WMED 

MVAC5250QMN-2022-300-WMED 

MVAC1220TMN-2022-100-WMED 

MVAC830TTH-2022-65-WMKD Tank mounted 

MVAC1000TTH-0201-220-WMED  
Tank mounted 

MVAC1000TTH-0201-220-WMKD      

mVAC2500TMV-2022-220-WMED      

Frame Mounted 

mVAC3000TMV-2022-220-WMKD      

MVAC2000TMV-2022-220-WMED  

MVAC2500TMN-2022-220-WMED    

mVAC4000QMV-2022-220-WMKD      

mVAC2500QMV-0201-220-WMED      

mVAC3750QMV-2022-220-WMED      

mVAC3000QMV-0201-220-WMKD      

mVAC2500QMN-0201-220-WMED      

MVAC3750QMN-2022-220-WMED      

mVAC5000PMV-2022-220-WMED      

mVAC6000PMV-2022-220-WMKD      

MVAC5000PMN-2022-220-WMED      

mVAC5000HMV-0201-220-WMED      

mVAC6000HMV-0201-220-WMKD      

mVAC5000HMN-0201-220-WMED      
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MVAC5000HFV-0201-220-WMED      

Floor mounted 

MVAC2500QFV-0201-220-WMED      

MVAC2500TFV-2022-220-WMED      

MVAC3750QFV-2022-220-WMED      

MVAC5000PFV-2022-220-WMED      

MVAC3000TFV-2022-220-WMKD      

MVAC4000QFV-2022-220-WMKD      

MVAC6000PFV-2022-220-WMKD      

MVAC3000QFV-0201-220-WMKD      

 
 

11.3 Symbols 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
Manufacturer:  

   
European Authorized Representative 
 

Atlas Copco (Wuxi) Compressor Co Ltd 
No. 45 Feifeng Road, Xinwu District, 
Wuxi City, Jiangsu Province, China 

Atlas Copco Airpower N.V. 
Boomsesteenweg 957, 2610 Wilrijk 

 

 

Date of manufacture 

 

Manufacturer 

 Authorized 
representative in the 
European 
Community/ 
European Unio 

 

Serial number 

 

CE marker  Medical device 

 Caution  Consult instructions 
for use or consult 
electronic 
instructions for use 

 Temperature limit 

 

Unique device 
identifier 

 Atmospheric  

pressure 

limitation 

 

Humidity limit 
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In order to be First in Mind—First in Choice® for all your quality 
compressed air needs, Beaconmedaes delivers the products 
and services that help to increase your business’ efficiency 
and profitability. 

Beaconmedaes's pursuit of innovation never ceases, driven by 
our need for reliability and efficiency. Always working with you, 
we are committed to providing you the customized quality air 
solution that is the driving force behind your business. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


